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1.0 INTRODUCTION

1.1 NOVEL TECHNIQUES IN 400 Hz ELECTRIC POWER GENERATION

Future aircraft requirements have placed a strong emphasis on improving
the method of electric power generation. The thrust of this program has been
to develop technology required to overcome and identify barriers of a novel
400 Hz power generation system. The novel approach has as objectives, higher
reliability, maintainability, and reduced attitude sensitivity to high
gravitational forces. The Electrically Compensated Geared Differential Drive
System investigated offers the potential to achieve these goals.

The Electrically Compensated Constant Speed Drive (ECCSD) consists of
two permanent magnet machines, differential, gearing, and controller. The
ECCSD program has been conducted by Sundstrand for AFWAL/POOC-1,WPAFB. The
program includes monthly status reports, design reviews, final report, and
delivery of breadboard, proof of principle hardware. The program establishes
the feasibility of the ECCSD approach for constant frequency power
generation, identifies the possible approaches, identifies system attributes
and areas which require further development to arrive at a fully viable
system.

This program is a Sundstrand/Air Force joint participation effort where
an award has been made to Sundstrand to supply one set of breadboard hardware
upon completion of the design, fabrication and feasibility demonstration.

1.2 THE ECCSD PROGRAM

The program consisted of two parts: first to design the permanent magnet
machines, controller, and DC conversion, and second to design a gear box
containing a standard differential and gearing necessary to couple the
differential to the permanent magnet units and 12,000 rpm 400-Hz generator.

The arrangement of this equipment is illustrated in Figure 1.1.

RPM (INs RPM(OUT)

OER
CONVERTERP -- L

r L ,SENSOR
I INPUTS

POWE R SYSTEM
SUPPLY CO- NTROLLE2R

Figure 1.1. Electrically Compensated Constant Speed Drive



1.2.1 Design Constraints

General design constraints for performance were first identified.
These have been selected to allow use of existing components, where possible,
with a system goal having the capability as defined in Table 1.1.

Table 1.1. Design Constraints

SPEED RANGE 1.8/1
SYSTEM RATING 40/60 KVA
INPUT SPEED 5,000 - 9,000 RPM
OIL SYSTEM MIL-L-7808 / MIL-L-23699
OIL TEMPERATURE 275 F MAX
MIL-G-21480A ELECTRICAL PERFORMANCE

1.2.2 Study Timetable

Design and analysis for each part of the system has addressed the

items listed in Table 1.2.

Table 1.2 ECCSD Design and Analysis

Specification

o Performance Requirements o Bearing Analysis
o System Interfaces o Critical Speed Analysis
o Physical Arrangement o Thermal and Cooling Requirements
o Cooling Requirements

Motor Controller Design
Preliminary Analysis

o Topology Determination
o System Definition o Control Definition
o Dynamic Analysis o Circuit Design
o TJopology Identification o Thermal Analysis
o Component Requirements o Breadboard Layout
o Performance Estimates

Manufacturing
Generator Motor Design

o Layouts Required
o Performance Analysis o Detail Drawings
o Configuration Selection o Parts Procurement
o Materials Definition o Unit Assembly
o Definition of Losses
o Stress Analysis Final Report

The schedule and timing of major tasks is given in Figure 1.LA.

2



- z

LU J

0

S

o*) CID

0

00- CI

z
0

w I

0) -)

0 m <

CLI

Vf) U)0

L'i cr U) D - LL-

c- 0 if) < 0.. II Jul n <
0~

o ~ C2



2.0 SYSTEM

The approach being studied provides a means of obtaining constant
output from a variable speed input shaft using a differential which is
electrically compensated. The approach combines permanent magnet machines,
electronic power controller, and differential to achieve this task.

The differential of Figure 2.1 is not part of this study, it is a
standard well developed piece of hardware used in present constant frequency
aircraft electrical systems. The following description of differential
operation is included so that the operating relationship of motor/generator,
differential, and controller can be better visualized.

The differential as illustrated in Figure 2.1 consists of carrier
shaft, two planet gears, and two ring gears (trim ring gear and output ring
gear). At any speed and load condition, the generator load is imposed on the
output ring and the input torque is supplied by the input gear shaft turning
the carrier shaft. In the ECCSD, motor/generators are geared to the carrier
shaft and trim ring gear.

Mechanical summing is accomplished through the planetary gearing.
In an ordinary gear train, the gears revolve about a fixed axis. In the
planetary, the axes of planet gears are in motion and the carrier shaft is
the fixed link.

Speed summing is accomplished in the differential by adding or
subtracting the trim speed of the input ring gear to the meshing planet gear
which is orbited as a function of input speed by the carrier shaft. The
second planet is meshed with the first planet and with the output ring gear.
The output ring gear is thereby made to rotate at constant speed. Since the
output ring gear is meshed with the generator, the generator is driven at
constant speed.

OUTPUT
RING G EAR OUTPUT

SLINE

INPUT

SPLINE PLAN2f
GEARS

TRIM" RING GEAR
CARRIER
SHAFT

Figure 2.1. Differential



The controller functions to control motor/generator operation adding
or subtracting speed and power at the differential to maintain output shaft
speed of the system constant. For the output differential system, the power
which is added to or subtracted from the differential is, respectively, taken
from or returned to the input shaft. For the input differential system, the
power which is added to or subtracted from the differential is, respectively,
taken from or added to the output shaft.

The controller responds to the following operational conditions:

(1) Changes in input (engine) speed to the system
(2) Changes in load on the output shaft

Power which flows into or out of the differential is mechanical power.
Power which is taken from or added to an input or output shaft is also
mechanical power. Motors/generators PMA and PMB are integrated with the
differential and input or output shaft. These machines will convert the
mechanical power to electrical power. The controller which interfaces with
PM.A and PMB controls the flow of electrical power between the two machines.

Basically, the controller responds to a speed error signal. The
speed error is derived by comparing a signal representing speed of the output
shaft to a reference signal. Depending upon the polarity of this error
signal, the control increases or decreases the amount of speed being added to
or subtracted from the differential. This is accomplished by controlling the
net torque present at the permanent magnet (PM) machine which is attached to
the differential. Part of this torque comes from the average current which
is fed to the PM machine when it is a brushless motor, or drawn from the PM
machine when it is a generator. The rest of this torque is supplied by the
differential, and is a result of the load on the output shaft.

The other PM machine is attached to the input or output shaft of the
system depending upon the placement of the differential gear. The speed of
this machine is fixed by the shaft to which it is attached. Therefore, the
only way to control the power flow into or out of this machine is to control
the magnitude of torque developed by this machine. This is done by
controlling the current fed to or drawn from this machine.

2.1 ECCSD OPTIONS

Seven basic options were identified for inclusion in the design trade
study. These options are output differential always above, output
differential always below, output differential always midrange, input
differential always above, input differential always below, input
differential always midrange, and parallel differential.
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Two options, the output differential always above and input
differential always below, are dropped from the trade study at this point.
In the case of the output differential always above the system components
have higher power ratings, and the system has a lower efficiency than a
system using an input differential. In the case of the input differential
always below, system component size is larger and efficiency is lower than an
output differential approach, and it is therefore dropped from consideration.

2.1.1 Differential Always Above Options

In this differential arrangement, Figure 2.2, Permanent Magnet
Machine PMA is always a generator, and permanent magnet machine PMB always
operates as a motor.

Because the motor (PMB) always runs at its maximum speed and
voltage, the operating current required is relatively low. The speed of
generator PMA increases with increasing input speed. As the speed of PMA
increases, the power required from PMA also increases. This is a favorable
relationship between the power drawn from PMA and the speed of PMA.

Because power flows from the trim gear on the differential, the
losses in the controller components reduce the power which is transferred to
the motor (PMB), thus reducing PMB motor size. In this option, controller
losses work to reduce system size.

A
.778:1D

3.708:1 3.33:1

SA C 0 DIFFpnon 28 24 24 47 25

Of car 36 89 80 80teeth ,dle 3 30 30

1b WEIGHT .704 2.2G2 1.750 IG7 '742

LOSSES 17 2/ 2% I % 3%

Figure 2.2. Input Differential Always Above

Power flow through the controller is in one direction. Input
voltage need only be boosted for all operating speeds of the system.
Controller system arrangement is shown in Figure 2.3A. The inductor required
in this circuit carries mostly dc current. Losses due to alternating flux in
the core will be low, and a high permeability material can be used for the
inductor magnetic core, thus keeping the inductor small. The operating
current of the controller does not show peaking anywhere in the operating
speed range of the system. This characteristic keeps the power conversion
requirements small, since components must be sized for worst case operating
conditions. This offers a system size advantage. Because of the favorable
relationships between speed and power of the permanent magnet machines, the
power conversion is accomplished more efficiently than for any of the other
options.
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Figure 2.3A. Input Differential Always Above Controller/System

2.1.1.1 Controller Above Straight Through

For a speed range which is strictly above straight through, the PM
machine attached to the differential will run as a generator. The other PM
machine is run as a motor.

A full-wave bridge rectifier, a converter, and an inverter are
required. Figure 2.31 shows a simplified schematic of the power circuitry.
The output of the generator is rectified and fed to the converter. The
converter shifts the voltage level as required and feeds the terminals of the
inverter. Power flow through the power converter is unidirectional.

i+ IW I=R
CTIFIE R 11 I

L BOOST05 DC/DC CONVERTER
! _ - - - - - -

Figure 2.3B. Controller Topology Always Above Option

2.1.2 Midrange Differential Options

In the output differential midrange option of Figure 2.4 when system
input speed is below straight through, the permanent magnet generator, PMA,
supplies power to permanent magnet motor, PMB. When input speed of the
system is above straight through, PMB supplies power to run PMA as a motor.
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Below straight through, the speed and voltage of PMA are increasing
as the system input speed increases. The motor speed and voltage, however,
are decreasing, thus the voltage of PMA must be boosted at low input speeds
but reduced at higher input speeds. This complicates the controller.

Above straight through the voltage output of PMB is always boosted
to supply the voltage requirements of PMA.

Of the options using a single differential, this option requires the
least amount of power to be processed by the controller. The controller for
this option, however, must be fully bidirectional. The controller is
required to boost or reduce the voltage output of a generator in order to
supply motor voltage requirements. The complexity of this controller causes
it to be large, even though the amount of power processed is relatively
smaller than a single direction controller.

I VIJ GEN

A 8 01FF C D
poon 20 31 25 25 47
e r L90 35 50 285 soteeth ,dle - -2/8

I WEIGHT 1.893 .652 742 2613 .767

LOSSES I 5 I/7 1% 2. % /

Figure 2.4. Output Differential Midrange

2.1.2.1 Midrange Option Controller

The controller for this speed option is the most general one. Each

of the permanent magnet (PM) machines PMA and PMB will run as both motor and
generator. The controller will be fully bidirectional. That is, the

controller will have to handle power flow between PMA and PMB in either

direction.

Normally, for speeds above straight through the PM machine attached
to the differential will be a generator, and the other PM machine will be run

as a motor. For speeds below straight through the PM machine attached to the
differential will be run as a motor, and the other machine will function as a
generator.

9



For speeds just slightly above straight through, the control scheme
changes. Power must be subtracted from the differential, and normally the PM
machine attached to the differential runs as a generator. However, this
machine must be at a very low speed. The torque required at the differential
cannot be obtained by simply loading the PM which is attached to the
differential. Therefore, this machine must be run as a motor in the plugging
mode.

Three distinct operating modes for the controller are now obvious.
(1) Below straight through the PM machine attached to the differential is a
motor. The other PM machine is a generator. (2) Slightly above straight
through the PM machine attached to the differential is run as a motor in the
plugging mode the other PM machine continues acting as a generator. (3)
Above straight through the PM machine attached to the differential is a
generator. The other PM machine is a motor.

The controller, for this option, is made up of three main functional
blocks, two inverters and a converter. One inverter is required for each of
the PM machines PMA and PMB. The simplified schematic of Figure 2.5 shows an
inverter circuit. With all the switches cf the inverter in the open (off)
state, the circuit becomes a three phase full-wave bridge rectifier. Thus,
when either of the permanent magnet machines is used as a generator, a
voltage is produced by the circuit which performs as a bridge rectifier.

F,.

VDC

BRUSHLESS
DC MACHINE

Figure 2.5. Controller Power Topology
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Controller/system configuration for this option is givcn in Figure
2.6. In this configuration, controller switches and the internal transformer
ratio are used to control converter output voltage to the required operation
levels. A bidirectional switch network is used to direct power flow for the
difference in operation between above and below straight through.
Bidirectional operation requirements for the controller add to its
complexity. As a result, it was determined that for this approach the
controller would be less reliable and weigh more.

Figure 2.6 illustrates the input and output differential options for
midrange operation. The controller for both options is bidirectional. In
the output differential option both PMs operate over a speed range. In the
case of the input differential, PMB is always operated at a constant speed.
Both options, however, require a bidirectional controller and are dropped
from further consideration on the basis of controller complexity.

i-~~' S"~2' A £7JPz/ SFE N
0

EN GEN

T R I M S P C D N ' 
T

INV

PMB D

I NV PMA -I 1 NV , 1 1l
GEN

Input Differential Output Differential

Figure 2.6. Midrange Configurations

Figure 2.6 ilustrates the input and output differential options for

midrange operation. The controller for both options is bidirectional. In
the output differential option both PMs operate over a speed range. In the
case of the input differential, PMB is always operated at a constant speed.
Both options, however, require a bidirectional controller and are dropped
from further consideration on the basis of controller complexity.

2.1.3 Output Differential Always Below Options

In the Output Differential Always Below, Figure 2.7, PMA is always
generating power to drive the permanent magnet machine PMB as a motor. Speed
and voltage of PMA increase as system input speed increases. The speed,
voltage, and power required to drive the motor, PMB, decreases as system
input speed increases. At low input speeds, PMA output voltage must be
boosted to supply PMB. At higher input speeds, voltage output of PMA must be
reduced to supply the power for the motor PMB.

11



The relationship between speed and power of PMA is unfavorable.
Because maximum power is required from PHA at its minimum speed and voltage,
the controller must be designed to handle relatively high currents.

2.1.3.1 Always Below Controller Topology

A buck-boost topology was found to be necessary for this option.
The controller for this option is larger and less efficient than for any of
the other options.

The losses of the controller components cause the power required
from the generator PMA to be higher, thus the size of PHA is larger than if
the controller were lossless. The losses of the controller work to increase
the size of the system. System/controller arrangement of this option is
illustrated in Figure 2.7.

I I

!UCK-5OOST DC/DC CONVERTER

Figure 2.7. Always Below Topology

For a speed range which continually operates below
straight through, the permanent magnet machine attached to the differential
will operate as a motor. Thus the topology of the controller is like that
illustrated in Figure 2.8.

PMA7010: @

A a DIFF C D
- plnon 20 52 25 25 47

of gear 90 35 50 77 80
teet h ,dle 24/GO

lb WEIGHT 2.154 .960 742 I,G33 .67

LOSSES I% 2Y 31 24 1

Figure 2.8. Output Differential Always Below
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2.1.4 Parallel Differential Option

The Parallel Differential Option is illustrated in Figure 2.9. In
this option, the permanent magnet machine attached to one of the
differentials is always a generator. The permanent magnet machine attached
to the other differential always runs as a motor. Thus power flow is
unidirectional.

(P-MI

I i

I,

Figure 2.9. Parallel Differential

Use of parallel differentials improves efficiency by reducing power
that must be added or subtracted from a single differential. Use of two
parallel drive paths which are geared together will split the transferred
power between the two differentials with the system operating as a midrange
speed option. One differential is geared so that PMA always subtracts speed
and removes power. The second differential is geared so that PMB unit always
adds speed and power. Therefore PMA is always a generator and PMB is always
a motor. The power splits in the parallel path minimizing power transfer
thus providing a means of reducing losses and improving efficiency.

The parallel differential as an option was not pursued because of
the added mechanical complexity of the arrangement and total absence of
standard parts for the required differentials.

2.1.5 PM Motor/Generator

The purpose of the permanent magnet motor/generator is to provide
electrical compensation of the differential and maintain a constant output
speed from a variable input shaft speed. Permanent magnet (PM) machines have
no rotating windings resulting in a highly reliable design for high speed
applications. Use of high operating speed minimizes the electromagnetic
weight. PM machines also result in less severe rotor cooling problems, since
there are no field losses in the PM rotors.
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Two PM machines are necessary in either of the system
configurations: Input Differential or Output Differential. Their size is
determined by the electrical requirements for the system. Their electrical
rating is directly related to the speed options within each configuration.

An electromagnetic trade study was completed to determine the most
viable speed options. Preliminary designs allowed establishment of required
machine performance and their physical dimensions.

For the midrange option, the PM machines function interchangeably as
motor and generator, depending on whether input speed is above or below the
straight through operating point.

For the always above and always below options, the PM machines have
a fixed mode of operation being either a generator or motor. These operating
modes result in the largest PM machines, a result of the power which must be
transferred to maintain constant speed.

2.1.5.1 System Speed

The input speed of the system is variable. For the purpose of this
study, the input speed variation is constrained by:

(MAX INPUT SPEED) = 1.8 (MIN INPUT SPEED)

Output shaft speed is maintained at 12,000 RPM.

The condition referred to as straight through is the point where the
input shaft speed is such that no speed need be added or subtracted at the
differential to produce 12,000 rpm at the output shaft. An inherent
characteristic of the differential is that the input speed is multiplied by
two. Therefore, straight through occurs at an input shaft speed of 6,000
rpm. If the input speed is above or below 6,000 rpm, then speed must be
respectively subtracted or added at the differential according to the
equation:

(SPEED TO BEF ADDED) = 12,000 - (INPUT SPEED X 2)

Figure 2.10 illustrates this relationship.

The speed of the PM machine attached to the differential is governed
by the amount of speed to be added or subtracted and the gear ratio through
which this PM machine is fixed to the differential.

For the output differential system in Figure 2.6 PMA is attached to
the input shaft. Thus, the speed of this PM machine is proportional to the
speed of the input shaft.

14



For the input differential system in Figure 2.6 PMB is attached to
the output shaft of the electric drive. Thus, this machine runs at constant

speed.
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2.1.5.2 PM Motor Torque Requirements

A characteristic of the differential is that the same torque is
required at each of the differential input/output points.

For the output differential option, torque is determined by output
shaft load. In this option output shaft speed is constant. Thus, for a
given load, torque is constant regardless of input speed.

For input differential systems, torque varies with input speed.
These torque variations for the 2.0 P.U.load condition are given in Figure
2.11. Trim power required from the differential drive PMG is given in Figure
2.12.

In the systems using an output differential Figure 2.6, where PMA is
attached to the input shaft and input shaft speed varies, PMA torque is
determined by the power flow through PMA. Figures 2.13 and 2.14 give the
relationship of PMA torque and trim power required for a fixed output power.

S. ... . . .... . .. I. . . .I.... . .

. I j......
4- L .- - I

K I i
40.. ........ .... .. ;

~~~~~~~..... ..... .... .... ,. -- ...--

I- . . . .4 .. . ... . .. .... ...... 1-... ... *... . .

, • \ . • , -_ ,-

3k 6k 9k 12k

INPUT SPEED

Figure 2.11. PMB Torque vs Input Speed

Input Differential, 2.0 PU Load
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Figure 2.12. Trim Power vs Input Speed Input
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Figure 2.13. PMA Torque vs Input Speed Output
Differential, 2.0 PU Load
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Figure 2.14. Trim Power vs Input Speed
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2.1.6 System Trade Study

In the system trades it was necessary to establish relative
efficiencies. The majority of power loss in a system occurs in the parts of
the system which must transfer the compensation power. These losses are thus
located in PMA, PMB and the controller.

A comparison basis was established by using simple models as
illustrated in Figures 2.15 and 2.16. These simple models neglected gearing
loss and the power loss required to develop torque where little or no
compensation speed is required.

N I •
NI.PI 12000 N

INPUT OUTPUT

/: 2-'P2 N

BELOW STRAIGHT THROUGH *N2000 (g..

EFF-73%

(t.P1 N )I N0 -.

INPUT : 2 P OUTPUT

ABOVE STRAIGHT THROUGH /\ 1,2000 p

Figure 2.15. Output Differential Simplified Model'
For Efficiency Calculations
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Figure 2.16. Input Differential Simplified Model
For Efficiency Calculations

The losses for the condition where no compensation speed is required
will not vary greatly and are assumed to be constant from system to system.

Controller and motor losses for the options being considered are given in

Figures 2.17 and 2.18.
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Figure 2.17. Controller Losses
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Figure 2.18. Motor Losses

Resulting prelimi~nary trade efficiencies are given in Figure 2.19.
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Figure 2.19. System Efficiency
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2.1.6.1 Trade Analysis

Preliminary trades in selecting the system to be designed were
supported by detail dynamic models, simulation, and system analysis for each
concept.

Each element of the ECCSD system is modeled in such a way as to take
into account power flow considerations so the performance and efficiency of
each component, as well as the system as a whole, can be optimized. This
modular structure is illustrated in the model schematic of Figure 2.20, which
deals specifically with the output differential case. Figure 2.21
illustrates the hardware used for the realtime system simulation.

The two permanent magnet machines (motor/generators) have been
modelled using the Direct and Quadrature axis representation of a brushless
DC motor, and these have been incorporated into the overall system model so
that they each may act either as a motor or a generator, thereby enabling
full analysis and emulation of through midrange conditions as well as options
involving either all-above or all-below midrange operation.

The converter has been represented by a simple RC network, enabling
bidirectional operation and duty-cycle inputs from the controller.

A simple speed summer is used to model the output differential, and
compliance effects currently being neglected. Torque levels remain invariant
through the differential. A representative inertia is used to model the
400-Hz generator. Load torque is computed assuming a constant generator
power for speed changes about 12,000 RPM.

The model overall is configured so that the input shaft speed range
is 1.8 to 1. Maximum rotor speeds of 50,000 RPM are assumed for PM machine
operation. The dynamic effects of shaft compliances have been assumed
negligible throughout the system, and the inertia of motor/generator unit "A"
has also been neglected in comparison with the driving inertia.

I~ t--- 2--- Si

Figure 2.20. Modular System Structural Schematic
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Figure 2.21. Real Time Simulation Hardware

2.1.6.2 Controller

The performance of the system is determined solely by the speed and
power which are provided to the differential in response to changes in input
speed and output power of the system. The performance requirements of the
controller are derived entirely from knowing the speed and power which must
be added or subtracted at the differential.

The controller trades used designs to meet the performance
requirements, but are subject to a set of design constraints. These are
summarized as follows:

Output Differential Performance Requirement

Speed to be added at the differential:

2 &Soo 1 21

Power to be added at the differential:

NP
2o (12,000 - N ) P Watts

P2=-------------------1 o
2 N 12,000

0

Torque required at the differential:

7.04 (P )o Ib ft

12,000
he re :

N =SOutput speed of the differential Normally 12,000 RPM.
0

P Output power of the differential Determined by the load on the
0 400-Hz generator, and generator efficiency.
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Input Differential Performance Requirement

Speed to be added at the differential:

N = N - N1 = 12,000 - N 1 RPM

Power to be added at the differential:
(12,000 N1 ) P1 Watts

P2 =----------
2 N1

Torque required at the differential:
7.04 (PI)

= lb ft
N1

Where:

N = Output speed of the differential. Normally 12,000 RPM.o

PI = Input power of the differential. Determined by the load cn the
400-Hz generator and system efficiency.

2.1.6.3 PM Machines

PM machine configurations were determined based on the requirements
for each of the speed options for each system configuration. The constraints
which were used are given in Appendix A.

2.1.7 System Selection

Study weight estimates required a conceptual package arrangement of
PM's and differential that could be used for aircraft application. The
necessary hardware arrangements of the system considered in the final trade
are given in Figures 2.22, 2.23, 2.24, and 2.25. Using these hardware
arrangements, the relative weight estimates of Figure 2.26 were derived,
along with reliability values of Figure 2.27. Reliability data is based on
MIL 217-D guidelines. Relative efficiency values, as illustrated in Figure
2.19, are used in the final selection process.

2.1.7.1 Selection Considerations

All possible options have not been carried through a detailed
analysis. Based on efficiency as illustrated in Figure 2.19, only midrange
and always below options were selected for further comparison.
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Except from a reliability stand point, the midrange options are
better considering efficiency and weight. These options, however, carry a
high technical risk primarily because of the topology which requires power
transfer at the straight through operating point of the differential. The
need to develop a bidirectional converter capable of using the voltages
available, and producing the voltages required, is not possible within the
time frame of this feasibility study. Therefore, the midrange options are
dropped.

The always below straight through option results in a less complex
controller and does not require motor operation at zero speed and full
torques. For this option, a system using a wound field machine would be the
lightest however the complexity and reliability of the wound field machine
negates its use. The forced commutation and transistorized controller
version indicated higher weights. The forced commutafed approach also
resulted in a highly complex controller.

" I4.

FRONTIAL AREA- G2.2 in2

- LENGTH = 89 5 in

VOLUME Z 5 5G.7 In3

Figure 2.22. Output Differential Mid Range

24



""HSG Wt. 5.77 lb

-4

--;J/FRONTIAL AREA- 54.0 in 2

S-LENGTH =1Q55in
AREA = 569,7 in

Figure 2.23. Input Differential Always Above
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HSG Wt 7.29 lb

FRONTAL AREA 71.5 In2

T4VOLUME 805 in-3

Figure 2.24. Parallel Differential

iHSG. Wt 5.52 1b

FRONTIAL AREA= 59.0 in2

VOLUME. =GI9.5in3

Figure 2.25. Output Differential Always Below
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MIDRANGE ALWAYS BELOW STRAIGHT THROUGH

PMG PMG PMG FORCE OUND FIELD PNG P14G P14G FORCE
SCR TRANSISTORIZED CONNUTATED A SCR T ANSISTORIZED COMUTATED

VERSION VERSION CYCLOCON- PMG VERSION VERSION CYCLOCON-CSD ______ I"EL.______ ______ ONVERTER
PlM (INC 1.5f FOR GEAR

BAG + POSITION SENSOR). 13.5 - 135 13.5 25.2 25.0 22.0 26.2

P HS (INC 1.5 f FOR GEAR
BRG + POSITION SENSOR). 13.5 13.5 15.7 12.0 12.0 12.0 14.3

CSD TOTAL (59.1) (59.1) (62.6) (63.7) (70.8) (70.8) (73.5)

CONTROLLER TOTAL 30.8 32.8 (28.5) 20.0 28.0 40.9 29.9

GENERATOR (38.2) (38.2) (38.2) (38.2) (38.2) (38.2) (38.2)

TOTAL *(POUNDS) (128.1) (130.1) (129.3) (121.9) 137.0 (149.9) (141.6

DELTA 6.1 6.2 7.4 0.0 15.1 28.0 19.7

* TOTAL WEIGHT FOR COMPARISON

PURPOSES ONLY

Figure 2.26. System Weight Trades
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Failures Per Million Flight Hours
i i

Input Output Output Parallel
Differential: Differential: Differential Differential

Above Midrange Below
Sub Assembly 11

Differential 2.5 2.5 2.5 5.0

Gen 400 Hz 29.0 29.0 29.0 29.0

Input Unit 15.0 15.0 15.0 15.0

,Disconnect 0.6 0.6 0.6 0.6

:Accessory 4.0 4.0 4.0 4.0

:Idler Gears 1.5 : 1.0 1.0 2.0

:HSG 0.5 0.5 0.5 0.5

;PMG/PMM 2.5 2.5 2.5 2.5

'Miscellaneous 5.0 5.0 5.0 5.0

:Subtotal 60.6 60.1 60.1 63.b

MTBF 16,500 16,640 : 16,640 15,720

:Electronica

;MTBF a 8,000 2,500 : 5,000 6,000
II

Figure 2.27. Reliability
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The topology, given in Figure 2.28, which functions with a system

using an output differential and operating below the straight through speed

is selected for proof of principle design, build, 
and test.

L

OA

LI 6

Figure 2.28. Selected Topology
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2.2 DESCRIPTION OF SELECTED SYSTEM CONFIGURATION

2.2.1 Speed Range and System Gearing

The input speed ratio,
Nin (max)Nin (min) 1.8,

for the system is fixed. System output speed and output power are also

fixed. The only remaining variable at the system level is the system

gearing. Figure 2.29 shows important gear ratios in the system. For

simplicity of explanation the differential is represented by a gear ratio

that is fixed at 2:1 and a speed summer. Choice of the input gear ratio

determines how closely the speed summer input approaches 12,000 rpm. This

affects the speed ratio, Ncomp(max)

Ncomp (min),

and speed compensation power of the system. These parameters influence

efficiency, weight, and size of the system.

SPEED SUMMER INPUT SPEED SUMI

INPUT SPEED Rin < 12 krp

5000-9000 rpm DIFFRENTIAL r OUTPOT SPEED

L 6 NU 
out - 1 2 krPw 400 Uz

INPUT I U FIELD
SYNCHRONOUS

DIRECT PATH SPEED COMPENSATION NACUINE

Ncomp - 1200 - Nn

PA SPEED COMPENSATION IlaIN

GL.ARI NG CPATH

ELECTRIC

POER

PROCESSOR

OUTPUT DIFFERENTIAL AIAYS BELOW STRAICT IITHROUC CONFIGURATION

Figure 2.29. System Block Diagram
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One of the reasons for selecting the always below straight through
option is to avoid the straight through condition where Nin = 12,000 rpm.
For input speeds approaching straight through the machine PMB must be
controlled at or near zero speed and control of this motor becomes more
complex. On the other hand as Nin decreases more power flows through the
speed compensation path. Therefore, a compromise is desired that will not
impose an extreme operating range on the Electric Power Processor driving
PMB or cause the power in the speed compensation path to be unacceptably
high. The Table 2.1 shows some examples.

Table 2.1 Compensation Speed Ratios

Ncomp Compensation Power
Speed Ratio Nin (max) Ncomp (max) % of Output Power

12,000 5,333 44%
10:1 11,435 5,647 47%
5:1 10,800 6,000 50%
3:1 9,818 6,546 55%

Ncomp (min) = 0

The case where the compensation speed ratio is 5:1 is chosen for the
ECCSD system described in this report. This fixes the maximum input speed
to the speed summer at 10,800 rpm. Thus, the input gear ratio should be
1.67 as shown in Figure 2.29. The gear ratios Ga and Gb for PMA and PMB,
respectively, are chosen so that PMA and PMB will operate up to but not
beyond their maximum designed speed rating. Making Ga and Gb as high as
possible minimizes the torque and thus size of the two machines PMA and PMB.

2.2.2 System Power Rating

The speed summer as shown in Figure 2.29 exhibits constant torque
operation. That is, all the input and outputs of the speed summer
experience the same torque. Because the output speed of the speed summer is
constant, the torque on the speed summer is determined by the load placed on
the output shaft by the 400 Hz generator.

Knowing the speeds and torques within the system makes it possible to
determine power flow (rating) at various points in the system as illustrated
by the following equations:

Pout 
= Pgen (kW)

Tigen

SNin Pout (kW)12000 qdiff
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Pcomp = Ncomp . Pout (kW)
12000 Mdiff

Tb = Pcomp (ft.lb)
Ncomp (7.04) ngb Gb

Pa = Pb (kW)

71b nepp

Where

Pout = drive output power
Pin = differential input power
Pcomp = differential compensation power
Pgen = generator output power
qgen = generator efficiency
fldiff = 0.96 = differential efficiency

fga =0.99 =PHA gearing efficiency
qgb = 0.98 = PMB gearing efficiency
nepp = electric power processor efficiency
Ta = PMA shaft torque
Tb = PMB shaft torque
Pa = PMA terminal power
Pb = PMB terminal power

Steady state power flow in the system can now be determined at various
operating points. The Table 2.2 summarizes steady state power flow in the
system. As we see from the table, power flow in the speed compensation
path is greatest at low input speeds. Thus, the design points for PMA, PMB,
and the Electric Power Processor occur at minimum input speed. Because the
torque of the differential changes with load, not speed, the currents
flowing in PMA, PMB and Power Processor do not change significantly with
speed. This is evidenced by the drop in efficiency of PMB (9b) at 5400 rpm
input speed.

Table 2.2. Steady State Power Flow

Nin Ppen (kw) _U PoLutLk-I Pin (kw) Pcomv (kw) _r~ RMP Pa (kw)

3000 40 .875 45.7 23.8 23.8 * * *

3000 60(lpu) .880 68.2 35.5 35.5 .92 .90 42.9

3000 80(2pu) .862 92.8 48.3 48.3 .94 .90 57.1

3000 95(shock .845 112.4 58.5 58.5 .94 .90 68.9

load)

5400 40 .875 45.7 42.8 4.76 * * *

5400 60(lpu) .880 68.2 63.9 7.10 .90 .90 8.77

5400 80(2pu) .862 92.8 87.0 9.67 .84 .90 12.80

5400 95(shock .845 112.4 105.4 11.70 .84 .90 15.50

load)
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One advantage of the differential based constant speed drive is that
some portion of the system power travels directly through low order gearing
to the output. This is desirable because the gears are highly efficient.
The remaining portion of the system power travels via the speed compensation
path which is less efficient. It follows that when most of the power is
flowing directly to the differential the system will be more efficient. As
the proportion of power flowing via the compensation path increases, the
system efficiency will decrease. For the always below straight through
option described herein the compensation path power decreases as system
input speed increases. Thus, the system will be most efficient at high
input speeds.

By using some estimates for the efficiencies of various parts of the
system a rough estimate of efficiency can be made to illustrate how system
efficiency changes with speed.

Pin total 1 (Pin differential + Pcomp
0.99 qgb qb qepp qa nga

input gear mesh

@ 3000 rpm, Pout = 68.2 kW
1 35.5 )

Pin total = 0.99 3 + (0.98)(0.92)(0.90)(0.93)(0.99)

= 83.9 kW

Titotal 68.2 =081
83.9

@ 5400 rpm, Pout = 68.2 kW

Pin total 1 (63.9 + 7.1 )
0.99 (0.98)(0.90)(0.90)(0.65)(0.99)

= 77.8 kW

Tjtotal =68.2 =088
77.8

2.2.3 Electric Power Processor (Controller)

The machines PMA and PMB have permanent magnet rotors. The back emf
magnitude of these machines varies directly with their speed. The speed of
PMB decreases with increasing input speed. The output voltage of PMA is the
lowest at the point where the voltage applied to PMB must be the highest.
This situation must be accommodated by the power processor.

The system can be designed for PMA to have an output voltage that is
higher than PMB voltage at all operating points. Otherwise, the system can
be designed to boost the output voltage from PMA so that enough voltage is
available to drive PMB. In the interest of having a low risk approach the
topology shown in Figure 2.30 was chosen for the Electric Power Processor.
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This topology is a straightforward approach without the added complexity
that would result if a boost stage were necessary. By using SCR's in a
phase controlled rectifier bridge arrangement the output voltage from PMA
can be allowed to go very high without subjecting the PMB inverter drive
transistors to high voltage. This arrangement is illustrated in Figure
2.30.

PMAA

I+

'Y-

FE- -R

+

£350V

_____143V RMS [-N

Figure 2.30. Electric Power Processor Topology

The output voltage of the SCR bridge is used to control the
magnitude of voltage applied to PMB. The normal operating speed range for
PMB varies 5:1, and the output voltage of the SCR bridge will also vary as
such. As the output voltage of the SCR bridge decreases, however, the input
voltage to the bridge is increasing. Thus, the effective control range for
the SCR bridge is (5)(1.8):l = 9:1. The input frequency to the SCR bridge
will be 2.5 kHz at maximum input speed.

The inverter used to drive PMB operates PMB as a brushless motor
where the inverter commutates the motor windings in accordance with the
position of PMB's rotor. This scheme requires a position sensor on the
shaft of PMB. The voltage applied to PMB is determined by the inverter bus
voltage.

34



The torque output of PMB is controlled by varying the commutation of the

inverter with respect to motor (PMB) position.

2.2.4 Controls and Simulation

The basic function of the controller is to control motor operation
adding speed and power at the differential to maintain output shaft speed of
the electric drive constant. The controller must respond to the following
operational conditions:

(1) Changes in input (engine) speed to the system
(2) Changes in load on the output shaft

Basically, the controller will be driven by a speed error signal. The speed
error signal is derived by comparing a signal representing speed of the
output shaft to a reference.

Depending upon the polarity of this error signal, the controller will
have to increase or decrease the amount of speed being added by the machine
attached to the differential. The other PM machine is attached to the input
shaft of the system. The speed of this machine is fixed by the shaft to
which it is attached.

Two controllers are required: The first one requires the input shaft
speed and the link voltage error signals for the PMA/SCR bridge firing
angle, and the second one requires only the output speed error signal for
PMB/Inverter commutation angle. On negative speed error signal and minimum
commutation angle the controller will cause the PMB to operate in the
braking mode. The braking mode occurs when the engine is accelerating
and/or load off on the 400 Hz synchronous generator occurs.

The simulation tool is EASY 5 by Boeing Computer Services. The system
model schematic is shown in Figure 2.31. Machine design parameters based on
the tangential design (see Figure 2.32) were used in the simulation.

2.2.4.1 Model Descriptions

Differentials/Gears:

The model neglects the gear train compliance. No speed or power loss
is assumed in the differential model.

PMA/SCR Bridge:

The complete PMA/SCR bridge circuit was analyzed using SPICE to obtain
the output characteristics to represent a Thevenin's equivalent by assuming
the input speed to PMA is constant. Figure 2.33 shows the PMA/SCR bridge
circuit as modelled using SPICE, and the derived equivalent circuit for
EASY 5 modeling. The model output resistance R0 and terminal voltage Vd0
are functions of the PMA input speed and the firing angle, as shown in
Figure 2.34. This simplification technique is valid for firing angles not
greater than 1000 This Thevenin's equivalent circuit does not have voltage
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Figure 2.32. Machine Design Parameters Used In Model
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and current dynamics, because these dynamics are assumed fast as compared to
the system inertial dynamics.

PMB/Inverter:

The inverter is represented as an equivalent model. The PMB is
based on the D-Q equivalent model by assuming the flux distribution is
sinusoidal in the air gap. Figure 2.35 illustrates the PMB/Inverter model
on. The inertial dynamics of PMB are also accounted for in the system
model.

V a L

ad

65 COMMUTAION ANGLE
Idc Vdc V d Va Ld

L q

EQUIVALEN CIRCUT 0F rNVff1rE AD MOTR

Figure 2.35. EASY 5 Inverter Model

2.2.4.2 Controller Objectives

The controller objectives are to maintain the main generator output
frequency within the specifications and to operate PMB at maximum
efficiency. The desired transient response of the system is shown in Figure
2.36.
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Figure 2.36. Desired Transient Response of System

2.2.4.3 Controller for PMA/SCR

To operate PMB at its maximum efficiency, the link voltage has to be
controlled, and Figure 2.37 shows the optimum link voltage for various load
conditions. By using the average link voltage command, near maximum
efficiency can be achieved. Taking the firing angle as input and the
link voltage error as output for the transfer function analysis, an integral
controller is adequate to provide the required bandwidth and stability
margin for PMA/SCR bridge.

300

m~ l . , S H OCK LO A D

to .-- OVERLOAD

RATED LOAD

', -- 01 OF RATED LOAD
G00 00 7000 d 9000

DRIVE INPUT SPEED (RPM I

Figure 2.37. DC Link Voltage
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2.2.4.4 Controller for PMB/Inverter

The link voltage is set by the engine input shaft speed through the
PMA/SCR bridge control, and the output speed of the PMB is therefore defined
by this link voltage. The inverter's commutation angle controls the PMB
output torque. A transfer function analysis between the commutation angle
and the main generator frequency error establishes that a proportional
integral (PI) controller provides the necessary bandwidth and stability
margin for the PMB/Inverter combination. A negative commutation angle is an
indicator for braking when the minimum commutation angle is reached. The
braking occurs during load-off transient in the main generator and/or during
engine acceleration.

When the braking mode is activated, the current dumping circuit in the
link is duty cycled. The current dumping circuit consists of a
transistor switch in series with a 10.0 !2 resistor connected across the bus.
The switch is controlled so the link voltage does not exceed 350 V. This
limit is imposed by the inverter's transistor voltage rating.

2.2.4.5 Simulation Results

The results of the system simulation are summarized in Table 2.3 and
Table 2.4. Conditions of shock-load application and removal at maximum and
minimum system input speed were simulated. Input acceleration and
deceleration were also simulated for the cases of no-load and overload,
respectively. The waveforms of Figure 2.38 are examples of simulation
results for shock-load application at 5000 rpm input speed. Some examples
of simulation results for input deceleration with overload are shown in
Figures 2.39 and 2.40.

The simulations were necessary to insure that system transient performance
requirements could be met. Also, transient power requirements for the
Electric Power Processor and permanent magnet machines were determined.
This information was then used to finalize the design of the various system
components.
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Table 2.3. Simulation Results

Tabulation of Accaloraton/Decaleratien Simulation teaults

Load on aimlation represents a transaition of 0.1 rated load (6.8 kI) to shck load (112 kv).

Lad off simultion represents a transition of shock load to O. i rated Iad.

Engine Input Speed - 5000 RPM Engine Input Speed - 9000 RPM

Load On Transient Load Off Transient Load On Transient Load Off Transient

Peak Steady Response Peak Steady Response Peak Steady Response Peak Steady Response

Value State Time(s) Value State Time(s) Value State Time(s) Value State Time(s)

DC Link Voltage 309 308 325 308 51 70 215 70
(Volts)

DC Link Cur-ent 250 205 205 20 245 205 185 15

(ampares)

PMB Torque 122 100 100/ 5 125 100 100 5
(in-lb) -20

Gen. Frequency 394.5 400 0.35 405.5 400 0.3 394.5 400 0.3 401.6 400 0.3
(Hz)

Table 2.4. Simulation Results

Tabulation of Acceleration/Deceleration Simulation Results

Acceleration vith no load represeants 1000 RM/sac starting from 5000 PM.

Deceleration vith overload (92 kv) representa 1000 RPM/aec atarting fro 9000 RPM.

Engine Input Acceleration Engine Input Oecerlation

5000 RPM to 5500 RPM 9000 RPM to 8500 RPM

Initial Value Peak Value Final Value Initial Value Peak Value Final Value

DC Link Voltage 308 292 70 - los
(Volts)

DC Link Current t0 - -8 160 198 180

(amperes)

PMS Torque 0 35 -80 98 93

(ln-lb)

Gen. Frequency 400 400.5 400 400 399.1 400.1
(Hz)
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3.0 POWER ELECTRONICS

3.1 AC/DC CONVERTER

The power converter changes the variable power from the permanent
magnet machine (PMA) to a controllable voltage source for the PMB/inverter
drive. The block diagram of this power converter is sh rn in Figure 3.1.
The permanent magnet machine (PMA) generates variable frequency power. The
variable power from the generator is rectified and regulated by the 3 phase,
6 pulse phase controlled rectifiers.

Operating range:

Input Voltage 219 - 393 phase voltage
Input Frequency 1380 - 2500 Hz
Output Voltage 35 -315 V
Current Rating 150 A continuous

The control of the phase-controlled rectifier relies on the phase
information derived from the PMA terminal voltage waveform. Control
functions include voltage regulation, unbalance and overcurrent protections
of the PMA and SCR bridge.

This converter has an improved control circuit for converting a three
phase variable frequency voltage, having a high degree of distortion and
noise, into regulated output power.

INPUT VOLTAGE: 219 - 393 PHASE VOLTAGE
1RQUENCY: 1.38 - 2.5 kfz

DC OUTPUT 35 - 350 VDC
I LP FILTER STAG 150 A

30, 6 SCR FW BRIDGE

GENEATOR_

ILTODRIVE STAGE

*SYNCHRONIZINGTItERO
AND RAMPAMLFE
Gm'IRATOR FIRING PULSES
CIRCUITS PATDKN GENERATION COPESATION

. . .. I _ _V DEMAND

14 Dam-

Figure 3.1. Block Schematic of 30 Six SCR FW Bridge Regulator
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A single stage LC filter attenuates the voltage ripple of the bridge to

the required level.

3.1.1 Detailed Description

3.1.1.1 Power Module Assembly

Power circuit is shown in Figure 3.2. The photograph in Figure 3.3
shows the assembly of the controlled rectifier bridge with output filter.

The controlled rectifiers used in the power circuit are rated 135 A and
65 A average at 850C and 125 0 C case temperature respectively. The selected
devices are inverter grade SCRs with turn-off time of 30 ps which have a
blocking and reverse voltage rating of 1600 V. In this application, the
maximum reverse voltage experienced by each thyristor is 970 V at PMA top
speed. This degree of voltage derating enhances the operational reliability
of the thyristors.

Stud mount thyristors were chosen for this application. They are
mounted onto the chassis of two 1/4 in. thick, 5 in. x 13 in. extruded
aluminum U channels. Each channel is fitted with a 3/8 in. diameter copper
tube for single sided liquid cooling. One cool plate accommodates three
thyristors and the free wheeling diode to form the positive half bridge; the
remaining three thyristors and cool plate assembly forms the negative half
bridge. All the thyristors and diode are electrically insulated from the
cool plate using COTHERM which is a very efficient thermal conducting and
electrical insulating material.

Snubber resistors with aluminum housings are mounted on the cool plate
chassis to utilize heat sink effect.

Cooling tubes of the cool plates were connected in series and hooked up
to a closed circuit water cooling system. Inlet water cooling temperature
was maintained between 20 to 25°C.

3.1.i.2 Snubber CircuiL

R-C non-polarized snubbers were used to limit induced voltage spikes
produced during reverse recovery of the thyristor storage charge. The
snubbers also served to limit the forward voltage rate of rise applied to
the thyristor after recovery from turn-off. At large delay angles, the
slope of this forward blocking voltage could be very steep and the thyristor
could inadvertently be turned on.

The data required for snubber design are maximum peak reverse voltage
across the thyristor, maximum allowable thyristor dv/dt rating and the
estimated value of the commutation reactance in the power circuit. The
discontinuities of the voltage across the thyristor (worst transient
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voltage) are at a maximum when the delay angle is 90 0 . The final values of

R and C used in the circuit are 40 9 and 0.05 pF respectively.

3.1.1.3 LC Filter

If there are no constraints on the weights and sizes of components, the
criteria for the selection of the LC filter can be formulated as follows:

(a) The filter input current should not be discontinuous, and its peak
to peak ripple current should be less than a specified value.

(b) The peak to peak ripple value of the capacitor voltage should be
less than a certain specified value.

(c) The resonance frequency of the L-C circuit must be below the
minimum operating frequency of the inverter drive.

(d) The losses in the DC link should be kept to a minimum value.

(e) The DC link filter component values should not affect the
stability of the overall system.

To arrive at reasonable values in the selection of filter components,
the following assumptions are made:

(1) The voltage at the input of the filter is ideal.

(2) The inductor is so large that the current ripple is negligibly
small.

(3) The inverter current waveform is not significantly affected by the
ripple voltage at its input terminals due to the finite value of
the capacitor.

(4) The resistance of the inductor is negligible.

Using the above assumptions, which are considered permissible from a
practical point of view, procedures for the choice of filter components are
based on (a) limiting the voltage and current ripples to a specified value,
(b) component sizes and weights considerations, and (c) resonant frequency
considerations. The values of L and C used in the circuit are 200 PH and
200 pF respectively.

DC Choke Data

Inductance 195 PH
Resistance 0.00782 S
Rating 150 DC continuous
Ripple Current 15 A peak to peak
Ripple Frequency 8 kHz - 15 kHz

49



DC Choke Data (continued)

Material 12 mil Nickel iron cut core
Cooling Air
Weight 7 lb.

Filter Capacitor

Capacitance 200pF +/- 10%
Rating 600 V
Ripple Frequency 6 kHz - 15 kHz
Material Paper dielectric; oil impregnated

Multilayer ceramic capacitors had been used during the development but
they were found to run hot with low ripple current. Thermal stress of these
capacitors was a concern because of the high frequency pulse current drawn
by the inverter at rated load. Eventually they were replaced by paper
dielectric, oil filled capacitors in subsequent tests.

3.1.1.4 Phase Delay Controls

Figure 3.4 is the block diagram of the controlled-rectifiers system
with voltage feedback loop. Figure 3.5 is the timing diagram of the
relevant signals described in the following section.

25
22 23 24- 26

21 FITE S =AR J'-LE BE S
-, ~2 QAV MOOROSTgLEI

RM PASETPUS -- 37 41 'z 1 14

3F DTY CUCLETP

RAMP COPRTR IIA YNTHE- In - (DCGENERATOR ~ c M A A O  IsE  SIL A LOIC fJ *T *I

J J .. I~L ... - FO OC UT T

Figure 3.4. Block Diagram of Phase Delay Control
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The traditional approach to generating an ensemble of firing pulses
requires a timing reference which occurs at the same point in each cycle of
the reference voltage waveform. The timing signals for triggering the SCRs
are generated at the end of some controllable delay which begins at the
timing reference; this delay may be either a time delay or a phase delay,
depending on implementation. Converter output is adjusted by varying the
delay with a DC signal.

A single phase reference signal is derived from zero crossing detection
of the filtered generator line voltage. A signal transformer is used to
provide isolation and matching of the low voltage electronic circuit to the
high generator output voltage. The timing reference signal 24 is a square
wave and is applied to a frequency to voltage converter 27 which produces an
output voltage directly proportional to the input frequency.

The output signal from the F/V converter 27 is taken to a ramp
generator 28 which produces a sawtooth waveform 30 with a slope proportional
to the input signal. The output of the ramp generator 28 is reset to zero
for 3 .s by a reset pulse from the monostable 26 at the start of each cycle.
The time base of this sawtooth signal 30 is, therefore, synchronized to the
first zero crossing point of the input signal 23.

A variable duty cycle square wave 32 is generated from the comparator
31 when the ramp 30 is above the level applied to the comparator. Since
this variable duty cycle square wave is synchronized to the terminal voltage
signal 21, phase delay is a measure of the off time period of this variable
duty cycle signal from the comparator.

The output of the phase logic circuit in 38 tracks the leading edge of
the variable duty cycle signal 32 and synthesizes a series of 600 wide
output pulses 39 each with 600 phase shift. The synthesized six phase logic
circuit 38, including a PLL chip and a divide by six counter, contains an
oscillator running at six times the variable input frequency. The signal
produced by the VCO is applied to a one shot multivibrator 36 which produces
a train of 25 ps pulses 37 spaced 600 apart.

The synthesized six phase logic signals 39 and the pulse train 37 are
mixed by using AND/OR gates to produce a 25 ps wide, 600 apart double pulse
gating signals 41 for thyristor switching.

The signal 21, used as a reference for phase delay control, is derived
from the PMA output using a step down transformer; this signal is a replica
of the generator terminal voltage waveform which is distorted and
superimposed with notches along the envelope. Distortion of the terminal
voltage is due to

(a) harmonic currents, produced by the converter, flowing into the
source,
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The traditional approach to generating an ensemble of firing pulses
requires a timing reference which occurs at the same point in each cycle of
the reference voltage waveform. The timing signals for triggering the SCRs
are generated at the end of some controllable delay which begins at the
timing reference; this delay may be either a time delay or a phase delay,
depending on implementation. Converter output is adjusted by varying the
delay with a DC signal.

A single phase reference signal is derived form zero crossing detection
of the filtered generator line voltage. A signal transformer is used to
pt3vide isolation and matching of the low voltage electronic circuit to the
high generator output voltage. The timing reference signal 24 is a square
wave and is applied to a frequency to voltage converter 27 which produces an
output DC voltage directly proportional to the input frequency.

The DC output signal form the F/V converter 27 is taken to a ramp
generator 28 which produces a sawtooth waveform 30 with a slope proportional
to the DC input signal. The output of the ramp generator 28 is reset to
zero for 3 microseconds by a reset pulse from the monostable 26 at the start
of each cycle. The time base of this sawtooth signal 28 is, therefore,
synchronized to the first zero crossing point of the input signal 23.

A variable duty cycle square wave 32 is generated from the comparator
31 when the ramp 29 is above the DC level applied to the comparator. Since
this variable duty cycle square wave is synchronized to the terminal voltage
signal 21, phase delay is a measure of the off time period of this variable
duty cycle signal form the comparator.

The output of the phase lock circuit in 37 tracks the leading edge of
the variable duty cycle signal 32 and synthesizes a series of 60 degrees
wide output pulses 36 each with 60 degree phase shift. The synthesized six
phase logic circuit 37, including a PLL chip and a divide by six counter,
contains an oscillator running at six times the variable input frequency.
The signal produced by the VCO is applied to a one shot multivibrator 36
which produces a train of 25 microseconds pulse 37 spaced 60 degrees apart.

The synthesized six phase logic signals 39 and the pulse train 37 are
mixed by using AND/OR gates to produce a 25 microseconds wide, 60 degree
apart double pulse gating signals 41 for thyristor switching.

The signal 21, used as a reference for phase delay control, is derived
form the PMA output using a step down transformer; this signal is a replica
of the generator terminal voltage waveform which is distorted and
superimposed with notches along the envelope. Distortion of the terminal
voltage is due to:

a) harmonic currents, produced by the converter, flowing into the
source.
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(b) commutation spikes and notches caused by thyristor switching, and

(c) the source voltage is not stiff. Converter rating is close to the
system fault level, which is commonplace in aerospace
applications.

The zero crossing detection is the simplest method of obtaining a
reference point in a sinusoidal signal. As a result of waveform
distortions, the -e are multiple zero crossings for each cycle of the phase
reference signal 21. This signal is applied to an integrator 22 which
produces a clean and near sinusoidal waveform. The phase shift introduced
by the filter is made independent of input frequency.

The phase shift introduced by the integrator is compensated for by
using a digital phase shift circuit 33 as shown in Figure 3.6. Also
included are a PLL chip 52 and a six stage shift register 53. Each stage is
connected in cascade and operated as a ring counter with a clock signal fed
from the VCO of the PLL chip 52. For example, the output Q4 from one of the
registers is connected to the input of the phase error detector to form a
phase lock feedback loop. The output state of each register (QI - Q6) is
delayed from its preceding stage by one 30' clock pulse; the incoming
signal 51 is rippled through and appears at the output of each register.

S1
P4 - 4  ,0

5Z OSC 90' 60' o' / -30' -60,

1i 92 D? 2 03 03 04 04 05 05 o 06

U/P F.10'°

,',-30--

03i

Q5

Figure 3.6. Phase Shift Circuit

54



Because of phase lock action Q4 is in phase with the incoming signal 51
under phase lock action, the preceding and the following registers of Q4
synthesize the leading and lagging waveforms of 51. A phase shift range of
1500 (+900 to -600) is provided by a six stage register.

3.1.1.5 Control Electronics

The converter output voltage is regulated by sensing the voltage across
the link filter capacitor for closed loop control. The link voltage 14 is
interfaced to the low-voltage level electronic circuit using a isolation
transformer 47 with ratio 1:0.0328. This gives an output voltage signal of
10.3 V to the voltage error amplifier 45 with 315 V from the bridge. The
duty cycle output of the comparator varies with the signal from the error
amplifier which, in turn, sets the triggering delay time for the thyristors.
The converter output is therefore controlled and regulated to the command
signal of the feedback loop.

The output voltage of the SCR bridge is programmed to decrease linearly
with an increase of PMA speed. This is implemented by using a summing
amplifier with constant gain M and a bias B to produce an output function of
Y = -Mx +B. The DC signal from the F/V converter is applied to the summing
amplifier input x.

3.1.1.6 Gate Drivers

The isolation of thyristor gate drive from control electronics is
provided by using a pulse transformer. The pulse transformer has a 1:1
turns ratio with low leakage inductance. The gate drive circuit 42 is
designed to deliver a current pulse with di/dt of 3 A/pS and a peak current
of 4 A into the gate cathode junction of the thyristors. The peak current
is significantly higher than the manufacturer's specification to ensure a
reliable triggering. An RC speed up circuit is used to provide a two stage
gate current waveform, as shown in Figure 3.7A for fast turn-on and latching
of the thyristors.

Righ Overshoot to Ensure Fast Turn-on

High di/dt /Plateau to Ensure Reliable Latching

THYRISTOR GATE CURRENT

Figure 3.7A. Thyristor Gate Current Waveform
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3.1.2 Performance Verification of the Thyristor Converter

3.1.2.1 Open Loop Test

A heat run of the SCR bridge was performed with PMA running at 27780
rpm and 45000 rpm and the converter loaded to 100 A using a water cooled
resistive load bank. The thyristor case temperatures were measured after a
1/2 hour heat run; they were between 50 to 740C.

The following photographs are examples extracted from test data of the
power circuit tests.

Figure 3.7B is a typical thyristor triggering pulse. The upper traces
are thyristor gate voltage and current waveforms. The lower traces are
the same waveforms but with expanded time scale to show rising edges.

Figure 3.8A is the example of the PMA terminal voltage waveform,
filtered timing reference signal and bridge input current with PMA
running at 27780 rpm (1.38 kHz).

Time Base 5 PS/div
ate voltage 5 V/div

Gate Current 2 A/div

Time Base 200 MS/div
Gate Voltage 5 V/div

Gate Current I A/div

Figure 3.7B. Thyristor Gate Voltage and Current Waveforms

Figure 3.8B shows the same voltage but with PMA running at 45000 rpm
(2.37 kHz).

3.1.2.2 Diode Reverse Recovery
The converter would occasionally trip on overcurrent at light load with
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V 187 V Rs

IA 100 A mis

PPMA AT 27780 RPM
SCR BRIDGE OUTPUT VOLTA6E = 350 VDC

A) PMA Terminal Voltage

VA-B 267 V Rms

IA 100 A RMS

PRA AT 45000 RPM
SCR BRIDGE OUTPUT VOLTAGE = 350 VDC

B) PMA Terminal Voltage

Figure 3.8. Bridge Input Voltage and Current

PMA running at higher speeds. The occurrence increased with PMA operating
speed. It was found that noise and voltage spikes were induced in the
electronic circuit resulting from rapid switching of the free wheeling diode
following recovery. These spikes and noise caused thyristor timing circuit
to malfunction and thyristors were misfired. The diode provides a freewheel
path for the discontinuous current occurring at light load with large delay
angles.

When a diode is suddenly reverse polarized from forward current
conduction, reverse current flows for a time until the carriers accumulated
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in the PN junction disappear. When the diode carriers disappear, the
reverse recovery current rapidly decreases creating a large current change
(di/dt). This large current change is induced in the surrounding conductors
via diode connections resulting in generated noise and spikes.

To reduce the voltage spikes, a saturable reactor is used to absorb the
diode reverse recovery energy. The diode reverse current is limited by the
impedance of the saturable reactor. This impedance is relatively high
during the diode recovery interval where the reactor is not saturated. The
recovery is then softened by the reactor's moderate transition into its
saturated region.

The reactor is made from a stack of eight tape wound cores using 4 mil
supermalloy magnetic material; the stack is wound with five electrical
turns. The reactor is required to withstand the volt-seconds product
developed across its winding by the diode reverse current which causes a
change in flux. This saturable reactor is connected in series with the free
wheeling diode. Figure 3.9 shows the diode recovery current with and
without the saturable reactor.

Time Base 50 US/div

- Diode Voltage 500 V/div

- Diode Current 10 A/div

- Diode Voltage 200 V/div

- Diode Current 5 A/div

Lower Two Traces
Time Base 500 NS/div

A) WITHOUT SATURABLE REACTOR

Time Base 50 Us/div
- Diode Voltage 200 V/div

- Diode Current 10 A/div

- Diode Voltage 200 V/div

- Diode Current 5 A/div

Lower Two Traces
Time Base 1 iss/div

B) WITH SATURABLE REACTOR

Figure 3.9. Diode Reverse Recovery
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3.1.2.3 Harmonic Instability Between Converter and Source

During load test of the thyristor converter with the permanent magnet
generator (PMA), a low frequency modulation of the DC output voltage was
observed with the converter operating in open loop voltage control. The
magnitude of this low frequency modulation increases not only with the
increase of load current but with the decrease of load impedance at constant
current. (See Figure 3.10 with filter capacitor removed to eliminate
secondary effects.)

DC O/P VOLTAGE 371 V

I CDC O/P CURRENT 74 A

LOAD RESISTANCE 4.9n

FILTERED GENERATOR

TERMINAL VOLTAGE

PMA RUNNING AT 55000 RPK (1.745 KHZJ

SCR BRIDGE FILTER CAPACITOR REMOVED

DC O/P VOLTAGE 223 V

DC 0/P CURRENT 97 A

LOAD RESISTANCE 2.27n

FILTERED GENERATOR

TERMINAL VOLTAGE

Figure 3.10. Effects of Load Current and
Impedance on Harmonic Instability
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Power spectral analysis of the filtered timing reference signal (B) is
shown in Figure 3.11. The spectrum of this waveform has four major
components:

* A carrier frequency of 1.38 kHz which is the PMA fundamental frequency
of PMA running at 27780 rpm.

* Side band frequencies of 1.18 kHz and 1.6 kHz above and below carrier
frequency.

* A low frequency offset component at 212 Hz.

The filtered timing reference signal can be described by the following
equation:

Y =,A*sin(Wct*t)[ 1 + m*sin(Wm*t)I +,K*sin(Wm*t)

AM modulation Low frequency
offset

Wc = PMA fundamental frequency

Wm = Modulated frequency

m = Modulation index

The above low frequency offset component superimposed on the carrier
causes the zero crossing detection circuit to generate a frequency modulated
square wave. The correct timing reference for thyristor triggering is
perturbed in a manner to produce a cyclic variation of output voltage. This
cyclic varying voltage will draw a corresponding current from the generator,
the interaction of this current and the source impedance may exaggerate the
original distortion and aggravate the degree of modulation.

The fundamental frequency of PMA running at 27780 rpm is 1.38 kHz. The
envelope of the PMA terminal voltage was modulated at a frequency of 21 Hz.
(See Figure 3.12 for filtered PMA terminal voltage.)

Power spectrum analysis of this filtered signal indicates that there is
a beat frequency of 212 Hz in addition to the fundamental frequency of PMA
at 1.38 kHz.

The above phenomena is due to a form of harmonic magnification or
instability between converter and source. This interaction is caused by a
positive feedback loop via the thyristor pulse timing circuit (Figure 3.1);
in which distortion of line voltage reaching the control systems disturbs
the timing signals for thyristor triggering.

In steady state operation, these firing pulses must occur at a fixed,
stable time with reference to the fundamental frequenc!y of the input
waveform of a given phase.
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Harmonic distortion and noise are present in the reference voltage
waveform derived from the generator terminal. This can perturb the timing
reference for the generation of the pulse pattern. The effect is to cause
the timing reference to shift relative to the fundamental component of the
source voltage and can be manifested in a positive feedback manner via the
synchronizing circuit to produce a cyclic variation of the output voltage.

A FILTER _
INPUT ____

90*-

B FILTEROUTPUT

SQUARE WAVE
C GENERATOR

OUTPUT

X=I . I a<H
Ya--31 . 25 dOV.,n
POWE SPECi 10"vg 0 0 1Q Ft op
60.0-

20.0

,D , I38Kt

V 2  
'.zi

-1 00 rfi~P'(
0 Hz 1 4K-65., -3 -0 OUr 2k'

Figure 3.11. Power Spectral Analysis of Filtered
Generator Terminal Voltage (B)
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The method used to reduce and suppress this undesirable and detrimental
modulation was to use a phase locked circuit to provide filtering of the
unwanted modulation using the loop dynamics. This was achieved by placing a
low pass filter between the phase comparator and the voltage controlled
oscillator control input of the phase lock circuit. This filter is a lead
lag type and has a bandwidth below the unwanted modulation frequency. The
PLL chip also provides a frequency to voltage signal as described in the
phase delay control section. The output signal from the F/V conversion is
applied to the ramp generator which produces sawtooth signal with slope
proportional to PMA frequency. This PLL was connected to the output of the
zero crossing detector preceding the pulse timing and pattern generation
circuits.

Figure 3.12 shows the reduction in the harmonic instability of the
converter operating from a weak power source while employing the above

BRIDGE O/P VOLTAGE 227 VDC

CURRENT 97 ADC

FILTERED GENERATOR
TERMINAL VOLTAGE

oVoc -

PNA FREQUENCY 2.24 KHZ

AS ABOVE BUT WITH
MODULATION

SUPPRESSION CIRCUIT
USING P.L.L.

Figure 3.12. Harmonic Instability Between
Converter and Weak AC Source
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mentioned modulation filter. Although the cyclic variation of output
voltage has been suppressed, modulation of the generator terminal voltage is
still present due to the interaction of nonlinear load with a high impedance
source.

3.1.2.4 Frequency Response Test

Preliminary tests of the voltage regulator utilized a proportional
control system. The control produced an unacceptable voltage drop. A
proportional-integral controller was used and tuned at the highest gain
point of the PMA/SCR bridge which is at light load and maximum speed.

Frequency response measurement of the converter voltage control loop
was performed with PMA delivering 45 A at 27780 rpm to 45000 rpm.

Gain and phase plots of bridge feedback voltage to delay angle control
(Vfb/Va) are shown in Figure 3.13.

PMA a 27.780 RPM. CONVERTER LOAD: 124 VDC a 55 A

-IEQ PESP

0o.0 7n

.9 :l T . liLZI I . LK
F d Y 999.99n- LOg HZ CZ.CC t A. .4KZ. .2S.V. 45 1k

FREQ RESP

PMA a 45, 000 RPM, CONVERTER LOAD: 124 VDC 2 55 A
FAE3 AESI' -----------__ ___ -7=_ _
200 / . I .l I , ' I

_____ I __ __ K, iffL l [, i t _ '.

- __o ____ '__ _ , I I . ."lY,,

L ____ .I_,' L i. LV ,i , I" .

-600 a IH

- a Y 999 J 9S LOg HZ CLOC2A, 2. 4K . .1 V, '15
FPEO RESP ______

O!r I y-;-------rr'

L _ ; il I ii ' ____

!0C ,C ~ I I :;

LG - _ I

.0 Y 99 99nm Log -Z C:OC2. 2 4K 2V 4

Figure 3.13. Open Loop Frequency Response

(vfb) Excluding Compensator

63



Gain and phase plots of the overall voltage control including

proportional and integral compensation are shown in Figure 3.14.

PMA a 27,780 RPM, CONVERTER LOAD: 124 VDC 1 55 A
FREQ RESP

L -- IL , --- k I I i , r

-so .o - _ , I .. L IJ l l l

Fx, Y 999.99m Log Hz CLOC1. I.4KZ. .25V. 45A 1k

FRE I ISP

0.0.
Phase

0e89

-360 ~. .~ 1 UV
Fxd Y 999.99M Log Hz CLOC. I ,KZ, •2V.45A lk

PM a 45,000 RPM, CONVERTER LOAD: 124 VDC 2 55 A

dB

-40.0r

Fxd Y 999.99m Log HZ CLOC2. 2.4KZ. 25V. 45A 1k

FRED RESP _____--- -- __:____ .

0.. _ _

Fxd Y 999.99m Log Hz CLOC2. 2.4K-..2V. 45A 1k

Figure 3.14. Overall Open Loop Frequency Response

with P.I. Compensation
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To account for the sampler nature of the controlled rectifiers, a
transport lag (e-s L) was included in the approximate transfer function
derived from frequency response measurement. This is justified by the fact
that the rectifier cannot be controlled during the interval between two
successive cycles of the incoming voltage waveform. Therefore a statistical
transport time delay equal to a half period of the input frequency can be

postulated. A linearized model based on this assumption is shown in Figure
3.15.

The approximate transfer function (Vo/Va) indicates that there is a
right half plane zero at 670 Hz and a pair of dominant poles at 140 Hz. No
practical compensators offer enough phase boost to compensate for R.H.P.
zero phenomenon, therefore maximum bandwidth of the converter is restricted

V..

T F. o F D. C. LINKZ 'T0a o ELa' fCoN-i~oL()

VIEF .1. V 520 Cs-ti(7) (S-tI1o)CS-167o) e S36X

Cs * ,53-3 +j4+B)is + 34 -j448) C s s j,4o)(s ,s-j, o )

V Fe so" V0

-T.F.of v6LTAGE F/0 To 0C, L K~c

% N Hf- ucLuot'4, LC F lUM, LOAD

Amp I VcoLTA r/S oNti

Figure 3.15. Linear Approximation Transfer Function 
of SCR Bridge

to cross-over frequencies below 670 Hz. The actual converter bandwidth was
further reduced to 60 Hz due to the system dominant poles, nonlinearities
and noises in the control circuit. However, this bandwidth should be
adequate to meet the requirement of the inverter drive dynamics.

65



3.1.2.5 Step Response Test

Figure 3.16 shows the output voltage response of the converter when
subject to a large step change of the input demand. The converter output
voltage increase from 125 V to 250 V within 10 ms.

Input Step to the Voltage Loop

Converter Output
Voltage

-125 V

Time Bate 20 S/div

Figure 3.16. Output Response of Converter for a Step Input

There are damped high frequency oscillations superimposed on the normal
response. The oscillations are not due to low phase margin but caused by
the converter that has loop crossover frequency below the system resonant
frequency. Figure 3.13 indicates the gain curve has a peak at 140 Hz which
appear as the dominant complex poles in the approximate transfer function.

When the loop crossover frequency is below this corner frequency the
feedback loop is not capable of rejecting the ringing appearing during the
response to a transient. However this ringing frequency (140 Hz) is well
above the inverter drive crossover frequency and much below the inverter
switching frequency (3 kHz to 15 kHz), therefore interaction with inverter
drive dynamics is negligible.

3.1.2.6 Impact Load Test

Test setup and result are shown in Figure 3.17. The converter was
subjected to a 75 percent and switching (30 A - 120 A) with PMA running at
27780 rpm. The variation of link voltage under transient condition was
recorded to be less than +/- 9 percent at 350 V.
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With no load on the system, there is a minimum power requirement from

the converter to supply the windage and frictional losses of PMB 
and gearbox

operating at minimum speed. Since there is always some loading on the

converter, a complete load switching test is not required.

V DC 352 V (61 V/Drv)

IDC_____ 120 A (20 A/Div)

- IDC 30 A

~ oe -

LOAD LOAD

ON OFF

Figure j.17 . Transient Test with Step Load (30 A - 12n A)
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3.2 INVERTER/MOTOR DRIVE

The basic requirement for the inverter is to drive the permanent magnet
machine PMB. The inverter uses the bus voltage provided at the output of
the SCR bridge to form a three phase set of voltages to operate PMB as a
brushless motor. As shown in Figure 3.18 the transistor based inverter
commutates the motor windings in response to a set of motor position
signals. The inverter control also responds to a system speed error command
to increase or decrease PMB output torque as required to maintain constant
output speed.

s~sT~I

mnwr
SPUMPI Spam 1Nit.

Figure 3.18. Inverter Schematic and Block Diagram

3.2.1 Motor Control Strategy

Two motor control schemes were considered:
(1) commutation angle control
(2) hysteresis current control

Option (1), commutation angle control, varies the phase relationship between
motor applied voltage and motor back emf in order to control motor torque.
Option (2), hysteresis current control, maintains the rotor and stator
fluxes in quadrature to operate the motor at maximum torque for a given
current magnitude. With option (2) the motor torque is controlled by
varying the magnitude of motor current. Figure 3.19 shows the phasor
diagrams for both options.
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' TX

TR

PHASE ADVANCE METHOD iR CURRENT CONTROL METHOD
VECTOR DIAGRA VECTOR DIAGRAM

Figure 3.19. Motor Vector Diagrams

Hysteresis current control provides more nearly sinusoidal waveforms to
the motor. This greatly reduces losses in the motor, and results in precise
control of motor torque. Inverter switching losses, however, are high.
Figure 3.20 shows how the motor current waveform is maintained within an
error band about a sine wave current reference. An example waveform from
the simulation of the motor and inverter combination is shown in Figure
3.21.

ENVELOPE

NU k. PHASE I

Figure 3.20. Hysteresis Current Control Waveform Generation
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9

10-00 0.02 0.04 0.06 0..8
TIME (SEC)

Figure 3.21. Hysteresis Current Control Simulation 
Result

Commutation angle control allows the inverter to operate with a

straightforward six-step sequence. Switching losses in the inverter are

minimized, but higher harmonics are present in the motor currents causing

higher losses in the motor. The waveform produced by the commutation angle
control scheme is shown in Figure 3.22.

.0
0(-

C

0.0 0.02 0.04 0.06 0.98
0o . 00 0 . TIME (S E C ) *t o"

Figure 3.22. Commutation Angle Control Waveform
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The motor control scheme was being studied in the early stages of motor
design, and motor voltage levels required a bus voltage up to 350 V. For a
given motor speed the current control scheme required a higher bus voltage,
and thus transistors with a higher voltage rating. The motor voltage could
have been lowered at the expense of higher current. In the end the decision
was made to apply the commutation angle control scheme due to significantly
lower stresses on the inverter transistors.

The block diagram for the motor control scheme is shown in Figure 3.23.
The motor control has three modes of operation: run, start, and brake.
Start mode uses a different portion of the position sensor than run-mode.
This is necessary because the "accurate" position sensor provides only
incremental position information. The run-mode control circuits are not
aligned with the rotor position until the motor is rotating and there is an
occurrence of the "index" position signal.

comrNSATRO
SPERO ERROR

(a RQUZ COINI N) FITr.CTION.

StCNALSDC BUS CURRANT

8aNS I NG

AWI.

C MUMO

C IRITS~O

IEX . ACCURAT

POSITION OSITION

SIC;MA.L 81CNULTIO

RUX-MOD S CKfLS LI, C

MOTOR
POSITION

SENSOR PA
INTRRYACK

CLRCUTS8

Figure 3.23. Motor Control Block Diagram

At speeds below the normal operating range of PMB there will be no load
on the system, and precise control of the motor speed is not needed. Thus
the start-mode is used to accelerate the motor to approximately 5000 rpm.
Above this speed the run-mode is used and inverter drive signals are
provided that are precisely aligned with motor position. The design of the
commutation angle control circuits was simplified because of no need to
operate at low motor speeds.

The braking mode is used when negative torque is commanded from the
motor. During braking mode some energy is sent to the bus. Therefore, a
current dump circuit is required to prevent excess charging of the bus
capacitors during braking.
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3.2.2 Inverter Specifics

The design requirement for the inverter power rating comes from the PMB
torque output of 100 in-lb required to support a 95 kVA shock load on the
system. The motor current was predicted to be 158 A rms per phase with
peaks of 220 A. The Westinghouse DA11503008 darlington transistor was
selected to implement the inverter switch. The darlington transistor set,
freewheel diode, and snubber diode are included in the switch module. The
arrangement of the switch module is shown in Figure 3.24. The complete
switch module schematic appears in Figure 3.25. The switch module also
includes voltage clamps for the base-emitter junction of each transistor,
and a snubber network.

TU."3ISTOZ XMC&(L DDE

MAIN- COOLANT rLO

TUNV S A,4ISTO

IVIRTZ SWITCH VCDLILE

CROSS SCTION SHOWING CWAT OUT
COMPONEWr PLACU t]T

Figure 3.24. Switch Module

i"i
1622 ISO V

-22 0.1

03L 5so) 1"6373 5

50 V

OSIL5500 116373

499A d

20011

Figure 3.25. Switch Module Schematic
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Figure 3.26 is a block diagram representing a single phase of the
inverter. The logic block receives the inverter drive signals from the
motor control circuits. These signals are then used to activate the switch
drive circuits. Each switch drive circuit also sends a signal back to the
logic block indicating the present "on" or "off" state of its associated
transistor. The logic block uses this information to actively prevent
simultaneous conduction of both transistors in its leg of the inverter. Two
current transformers are used. One is a proportional drive current
transformer that provides base drive current to each transistor that is a
fixed fraction of the transistor's total current. The other is a current
transformer that provides a signal to the protection logic so that the
transistors in that phase are turned off in the case of excessive current.
The isolation transformer provides power to each switch drive circuit
because the switch drive circuits float with their associated switch
modules.

I ISOtATION

DROIVE

- DDIVIV AND

INHIB__T - _ CIRCUITS P_ OVRTIONAL
J O~~:IR I -IrJK[ER

12 V r

12 v -- -- ,IO

-D 
SRUIRZC

Tewcmueo p r t llow s

CitI R'UT

connectionof2thi nverter a l Th st

The photograph in Figure 3.27 shows the construction of the inverter.

The switch modules are arranged in a "horseshoe" pattern to allow simple

connection of the inverter to source and load. The distribution of cooling

fluid to each switch module via hoses can also be seen. Figure 3.28 shows
the inverter with the switch drive circuits in place.
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Figure 3.27. [rverter Photo Without Base Drives
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00 -0 C,
Figure 3.28. Inverter Photo with Base Drives
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Simulation of the permanent magnet motor operation was performed during

the motor design process. The results of these simulations were used to
choose the inverter power transistors, predict inverter power loss, and
determine inverter cooling requirements. Some examples of simulation

results at 10 krpm, 30 krpm, and 50 krpm are shown in Figure 3.29.

"..00e,13 '..- "otn 00051 A . . - ----- a nO 0 C.............. 000.....0o 94oo(tJ0o+0t
i 01 ". ,0 L'tS -- 0 O M , Ono(

*0,I.I .0T - I+ OF 1 .I .0 04r00 --- noon., +o 0rm 1.0 5!800... 000 4j..+..... .+/ I ' ' . .. w~..- ..............

I0 kR.30kP

000 . i + i+ ...
+ ~~~~39.0) -: o +,,, uo.
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0 O OO 0 0 A 0 240 0 j2.00a 0 '2 0 0

TIME ( C1 . 0 1 1 ME (Srfl 1 -- 0
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.0~~ ~~ 00814 o 00 or 00

06:0 OLT OW

RPFigure 3.29. PMB Simulation Results

3.2.3 Inverter Testing

The inverter testing progressed through three stages: static test,

interim test, and system test. Static testing of the inverter was basically

a functional check of the switch modules and drive circuits. Some changes
were made to the bus leads, and the snubbers were modified. Some

examples of voltage and current waveforms from static testing are shown in
Figure 3.30.

LOAD CUIRRENT 100 A/DIV T2REE PHASE LOAD CuRRENT

AND20A/I
LINE-LINE VOLTAGE 100 V/DIV20A/I

Figure 3.30. Static Test Waveforms
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The second stage of testing allowed the inverter to be tested with the

motor. Considerable time was spent to get the motor position sensor working
as required. A temperature compensation circuit was designed, built, and

tested with the position sensor. The interim test set-up is illustrated in

Figure 3.31. With this arrangement PMA was used to load PMB above 28 krpm

since Lhe PMA/SCR bridge combination is only designed to work above 28 krpm.
The inverter and motor were run up to 45 krpm at no-load to check vibration.

PMB was run at 30 krpm and 40 krpm with measured input powers of 27.2 kW and

36.8 kW, respectively. An example of PMB motor current at these operating

points is shown in Figure 3.32. Because of delays caused by position sensor

problems in the early stages of interim testing the interim test was

abbreviated so that system testing might begin. This was a reasonable move

since the motor, motor controls, and inverter were performing as expected.

PM A

--------

I- I

A S C P_

SINGLE RAIL 
LA W

Figure 3.31. Interim Test Setup

MOTOR LIKE CURRENT 100 A/DIV MOTOR LINE CURRENT 100 A/DIV

30 krpm, Pin - 27.2 kW 40 krpai. Pin - 36.8 kW

Figure 3.32. Interim Test Motor Currents
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Following the interim test PMA and PMB were attached to the system
gearbox. At this point the entire ECCSD system was in place for testing.
Initially we expected that only brief testing would be necessary to verify
operation of the inverter and PMB with the gearbox. At first attempt,
however, PMB would not start properly on the gearbox. After correcting a
minor flaw in the gearbox the problem was determined to be in the position
sensor used with PMB. Side loading of PMB's shaft due to the gear mesh,
through which PMB is attached to the gearbox, was causing changes in the
position sensor air gap. This caused enough variation in sensor output to
have the wrong inverter transistors turned on foL' a given motor position.
As a result PMB would not start reliably or accelerate to normal running
speed.

The section of the position sensor used to determine absolute motor
position for starting purposes was changed. The new arrangement is not
sensitive to small changes in the sensor air gap. A new position sensor
interface circuit was designed and built. The sensor was aligned with rotor
position, and PMB was remounted on the gearbox. PMB was then run at speeds
up to 45 krpm no-load in order to check vibration levels of PMB and the
gearbox.

The next step in testing was to run PMB and the gearbox input
simultaneously so that the output generator would run at 12000 rpm. For a
set gearbox input speed motor speed was adjusted manually to get the gearbox
output to 12 krpm. Motor speed was adjusted by setting the inverter
voltage to the desired level, and then varying the motor commutation angle
as required.

Open loop testing of the output speed control was then performed for
motor speeds of 20 krpm, 30 krpm, and 40 krpm. At each of these points the
system inpu. speed was such that output speed was 12 krpm. In this way data
was taken at actual operating points of the system. Figure 3.33 shows that
the control input is the motor commutation angle command, and that the
output response is a signal proportional to system output speed.

400 Hz
r1 6NERAToR

GEARB0X
I -
I MAI

C OUTPUT RESPONSE

INPUT CWWJTATION 6.3 V = 12 k

Axr.LE

10 V = 25 0

Figure 3.33. Input to Oi,f't Respones Measurement
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Open loop testing was performed first at no-load and then with load.
To load the system the Generator Control Unit (GCU) is activated so that the
nominal 115 V 1-n appears at the generator terminals. Then a load is placed
across the generator terminals. When a load is placed on the system in open
loop the output speed will droop, and the motor commutation angle must be
adjusted to return the output speed to 12 krpm. This droop in output speed
limits the amount of load that can be placed on the system during open loop
operation. Figures 3.34 and 3.35 show the bode plots that were obtained
during open loop testing.
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The output speed control block diagram for the system is shown in
Figure 3.36. The compensation function G1 (S) is proportional plus integral
(P.I.), and was selected based on results from the system model described in
an earlier section of this report. The system transfer function G 2(S) was
measured during open loop testing. For closed loop testing the output speed
signal is subtracted from the output speed reference and the error is used

to drive the system so that PMB speed is increased or decreased as necessary
to maintain the desired 12 krpm output speed.

COMMUTATION ANGLE

OUTPUT COMMAND
,SPEED[

12 KRPM E G2(S) SYSTE

SETPOINT COMPENSATIO N  FUNCTION

Figure 3.36. Output Speed Control Block Diagram
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Initially the proportional gain of G,(S) was approximately 80(38 db).
This high gain amplified the small ripple present in the output speed
signal, and caused motor commutation angle command to contain a significant
component. As a result the motor current showed undesirable modulation.
The proportional gain of G1 (S) was reduced to approximately five (14 db).
This allowed the motor speed control to operate smoothly.

The loop response GI(S)G 2 (S) of the system was then measured with the
system running under closed loop control of the output speed. An example of
the measured system transfer function is shown in Figure 3.37. At this
point system testing was begun as explained in a later section of this
report.

40 -I- H1 .... TI 7.1.....7

S L iI I I I ' H-1-I
-0 /o| -o

00

PHAS

Y-cho20rni FREQUENCY, HZ-

Figure 3.37. Closed Loop Transfer Function Bode Plot
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4.0 PERMANENT MAGNET MACHINES

The Cyermanent magnet (PM) machines were tested at speeds up to 45,000

rpm, 100 F oil inlet temperature, for the no-load and continuous load

conditions. The electrical, thermal and flow performances are in accordance

with our design goals. The maximum operating speed of 50,000 rpm should not

be exceeded due to predicted high containment ring stress. The permanent

magnet machines are shown in Figures 4.1 and 4.2.

4.1 DESIGN OBJECTIVLS

The permanent magnet (PM) machines performance requirements were

formulated to suit the concepts for the ECCSD system. The design goals are

based on a system rating of 40/60 kva and 95 kva shock load. The design

goals are as follows:

o The generator, PMA, peak power rating is 77.3 kva at 27,778 rpm for

5 seconds duration. PMA continuous rating is 48 kva at 27,778 rpm.
PMA required peak power versus speed is shown in Figure 4.3.

o The motor, PMB, peak power rating is 83.8 hp at 50,000 rpm for 5
seconds. PMB continuous rating is 49.8 hp at 50,000 rpm. PMB

required peak power versus speed is shown in Figure 4.3.

o The machines shall be compatible with MIL-L-7808 and MIL-L-23699.

o The operating temperature range is 80°F to 275°F.

o Electrical insulation life of 20,000 hours.

o Bearing B-10 life of 30,000 hours.

o Vibration level not to exceed 10 g's.

The design process consisted of electromagnetic, thermal, bearing, rotor

critical and stress analyses. State-of-the-art analytical and modeling
tools, such as finite elements and PATRAN, were utilized to predict machine
parameters and operating performance. MAGNET software was used to perform

the electromagnetic finite element analysis. SINDA finite difference

computer program was utilized to calculate the machine operating

temperatures. ANSYS finite element software was employed to perform rotor

containment ring stress analysis.

4.2 ELECTROMAGNETIC ANALYSIS

A preliminary design trade study was performed to determine optimum

machine design configuration. This electromagnetic study addressed key

design parameters, such as number of poles, operating speed and radial vs
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tangential direction of magnetization. The objective is to find a
combination o' the above mentioned parameters which yield the lightest
machine within the boundary of design constraints. This trade study is
described in detail in Appendix B. The recommended design is a six pole
tangential configuration with a maximum operating speed of 50,000 rpm.

Final electromagnetic design was carried out using two dimensional (2D)
magnetostatic finite element (FE) analysis. This numerical analysis method
solves the electromagnetic field equations taking into account the
nonlinearities of the magnetic circuit as well as leakage or fringing fields.
Machine parameters are obtained from the vector potential solution: flux,
flux densities, inductances and voltage.

The vector potential is defined to be a vector A such that the flux

density B is derivable from it by the curl operation:

B = X A (1)

The total flux linked by a path, i.e., the closed contour formed by a coil,
is the line integral of A

A . d 1 (2)

where the line element dI follows the wire direction. Because the problem is
essentially two-dimensional, the end contribution to the integral in (2) is
negligible. The rms generated voltage per phase is then

2 i
Erms 2 - Kw N p (3)

where is the frequency, N the number of series turns per phase, Kw the
winding factor and T the flux per pole.

Terminal voltage, load angle and/or power factor are determined given
the required load point [I]. The reactances are calculated from the no-load
and peak load FE solutions: direct axis and quadrature axis armature
reactions divided by the corresponding current. The armature reactions are
obtained by subtracting the no-load from the peak load solution. Figure
4.4 show plots of the machine flux distribution at no-load and peak load
conditions. Table 4.1 lists the calculated and measured no-load voltages.
The analysis yielded no-load voltages which are about 6.8 percent higher than
the measured values. Note however, that the permanent magnets can have a +
2.5 percent variation in BH values within a single lot of material. The
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machines have a

Table 4.1 PMA and PMB No-Load Phase Voltages

I
NO-LOAD VOLTAGES (VOLTS)

PMA PMB

MEASURED 128.0 231.0 13.5 40.2
CALCULATED 136.7 227.8 14.4 43.1
SPEED (RPM) 15,000 25,000 5,000 15,000

nearly sinusoidal voltage waveforms. This voltage wave form is given in
Figure 4.5. Test results show the third and fifth harmonics being about 2.7
percent and 0.6 percent of the fundamental component, respectively. Table
4.2 lists the fundamental and harmonic components in rms volts for both PMA
and PMB. The no-load frequency spectrums are plotted in Figures 4.6 and 4.7.

Table 4.2 No-Load Phase Voltage Frequency Spectrum In Volts (rms)

NO-LOAD PHASE VOLTAGE FREQUENCY SPECTRUM IN VOLTS

FREQUENCY (HERTZ) PMA PMB

FUNDAMENTAL 39.1 13.52
750. 1.0 0.376

1250. 0.25 0.078
1750. 0.15 0.053
2250. 0.08 0.041

PMA load performance correlates very well with the analyti'-' values.
Table 4.3 lists calculated versus measured-load performance values. PMA
measured phase voltage versus load current is shown in Figure 4.8. PMA has
the requirement of 77.3 kva at 27,778 rpm for a 5 second duration. Table 4.3
shows 97. percent accuracy between measured and calculated values. The
machine will meet the requirement.
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Table 4.3 PMA Load Performance: Analytical Versus Measured Values

PMA LOAD PERFORMANCE

MACHINE PARAMETERS CONTINUOUS LOAD PEAK LOAD

ANALYTICAL TEST ANALYTICAL TEST

SPEED (RPM) 27,778. 27,778. 14,000. 14.000.
VOLTAGE (V) 229. 227. 99. 102.
CURRENT (A) 66. 66. 157. 157.
POWER (KVA) 45.3 45. 46.6 48.

PMB motor performance analysis was carried out using an in-house
computer program. This program models the voltage controlled inverter as
well as the brushless DC motor. The motor parameters are obtained from the
finite element analysis. The user specifies the commutation angle and
applied voltage and frequency. The program calculates torque, efficiency,
instantaneous voltages and currents, etc. PMB analytical load performance
results are listed in Table 4.4. PMB tests were limited to monitoring of
terminal voltage and current, without torque measurement. The mounting
configuration does not allow for the installation of a torque meter.

Table 4.4 PMB Analytical Load Performance

PMB ANALYTICAL LOAD PERFORMANCE

PARAMETERS CONTINUOUS LOAD PEAK LOAD

VOLTAGE (V dc) 300. 313.
CURRENT (A) 103. RMS 156. RMS
TORQUE (INLB) 61. 100.
SPEED (RPM) 50,000. 50,000.
POWER (KW) 36.1 59.
POWER FACTOR 0.94 0.94
COMMUTATION ANGLE 15. 22.

The electromagnetic design is summarized in Table 4.5. The machine cross
sectional view is shown in Figure 4.9.
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Table 4.5 Electromagnetic Design Summary

PARAMETERS PMA GENERATOR PMB MOTOR

o STATOR:
Lamination Material Hiperco 50 Hiperco 50
Lamination OD 3.72" 3.72"
Lamination ID 2.92" 2.92"
Thickness 0.006" 0.006"
Number Of Phases 3. 3.
Number Of Slots 36. 36.
Turns Per Coil 1.5 1.
Number Of Wires 4. 11.
Wire Size AWG #18 #20
Stack Length 5.7" 2.7"

o ROTOR:
Outside Diameter 2.88" 2.88"
Inside Diameter 1.10" 1.10"
Airgap Mech. 0.020" 0.020"
Number of Poles 6. 6.
Shrink Ring Thick 0.120" 0.120"
Amortisseur Circuit 3. 3.

bars/pole
o MATERIALS:

Pole Piece Low Carbon Mag. Iron Low Carbon Mag. Iron
Magnets SmCo 27 MGOe SmCo 27 MGOe
Cont. Ring MP35N (AMS 5845C) MP35N (AMS 5845C)

4.3 THERMAL ANALYSIS

A finite difference nodal approach was used to determine the temperature
distribution in the machine at various speed and load conditions. A modified
two-dimensional axisymmetrical heat transfer model was created using PATRAN.
The machine was divided into 462 thermal nodes. These nodes represent the
various components, such as the rotor and stator assemblies, inner and outer
housings, roller bearings, duplex bearing and the shaft. The location of the
nodes is given in Figure 4.10. The resulting PATRAN model is illustrated in
Figure 4.11.

The Systems Improved Numerical Differences Analyzer (SINDA) program was
utilized for solving this model. The computer program is capable of
analyzing thermal systems represented in lumped parametric form with
conduction and convection between nodes. Subroutines were added to the
program fir calculating temperature variant parameters: copper losses,
convective coefficients between the oil and the various components and
viscous losses. Figure 4.12 show the flow schematic and flow rates for PMA
and PMB.
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PMA analytical and test results are listed in Table 4.6. The machines

performed well under test without any flow or thermal problems. Table 4.6

shows that thermal analysis yielded conservative results. This is because

the analysis assumes that there is no convective heat transfer to the

surrounding environment as well aq that no conductive heat flow between test

article and mounting adaptor/gearbox. Our test set up does not reflect the

above mentioned assumptions. The analysis also shows that the machine

winding temperature0 is within design goal of 392°F for an inlet oil

temperature of 275 F. Table 4.7 contains a summary of PMA calculated

temperatures for continuous load and 275°F oil inlet conditions.

Table 4.6 PMA Thermal Analytical Versus Test Results - I pu Load

PARAMETERS ANALYSIS TEST

27,778 RPM 45,000 RPM 27,778 RPM 45,000 RPM

Oil Type MIL-L-7808 MIL-L-7808 MIL-L-7808 MIL-L-7808

Stator Oil In 100.7 0 F 107. 0 F 100.70 F 107."F

Rotor Oil In 102. 0F 109.°F 102. 0F 109."F

Stator Flow 1.9 gpm 1.9 gpm 1.9 gpm 1.9 gpm

Rotor Flow 1.8 gpm 1.8 gpm 1.8 gpm 1.8 gpm

Bearing 172. 0F 210.-F  142."F 184."F

Winding 282. F 231. °F  172."F 156. F
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Table 4.7 Tabulation of Predicted Component Temperatures
For MIL-L-7808 and MIL-L-23699 Lubricating Oil
- PMA Generator

Temerabre OF

Cc~caet 1Case 2
EIL-L-7808 M.srI-Lr23699

Stator:
Copper Windings -3520- 362:
Iron 3440 3550

Rotor:
Permanent- Magnet 3530 3590
Outer Sleeve 3370 3420
Shunt Bar 3520 3580
Inner Sleeve 3160 3210

Containment Shell 3560 3620

Inner Housing 3180 3300

Outer Housing 3100 3200

Threaded Shaft 3020 3060

Tube 2760 2760

Roller Bearing 3050 3090

Ball Bearings:
A. Inner Race 3380 3480
B. Balls 3260 3360
C. Outer Race 3320,  3420

Ilet Oil 2750 2750

Outlet Oil (Inner Housing) 2940 2930

Outlet Oil (Lube Return Port) 2970 3000

Oil Flows:
1. Rotor 1.98 gpm
2. Housing 2.0 gpm
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PMB stator winding temperature rise is calculated based on PMA thermal
analysis. PMB and PMA have about the same iron losses at their most severe
thermal operating conditions. This calculation addresses the difference in
copper losses and stack lengths. PMB carries 100 amperes and it has a 0.0113
ohm winding resistance. PMA carries 66 amperes with a 0.043 ohm resistance.
PMA stack length is 5.7 inch compared to PMB's 2.7 inch length. PMA thermal
analysis yielded a 77 F winding temperature rise. PMB stator winding
temperature rise is

2
100 0.0113 5.7 inch

770 F x x x = 980F

66 0.043 2.7 inch

or PMB maximum winding temperature is 980F + 275°F = 373°F for an inlet oil
temperature of 2750F.

Table 4.8 contains a summary of PMB measured temperatures at rated
current and 40,000 rpm for an inlet oil temperature of 100 F:

Table 4.8 PMB Measured Temperatures at Rated
Current, 40,000 RPM and 100°F Inlet Oil

PARAMETERS TEST RESULTS

INLET OIL TEMP. (0F) 1000F
SPEED (RPM) 40,000.
WINDING TEMP. i°F) 205.
BEARING TEMP ( F) 183.
ROTOR FLOW 1.5 GAL/MIN
STATOR FLOW 1.5 GAL/MIN

4.4 BEARING ANALYSIS

Various sets of roller and duplex ball bearings for the PM machines were
analyzed for fatigue life, power loss, and spring rate at various applied
loads and rotor speeds. The design goal is to achieve 30,000 hr minimum
B10 life as well as to minimize power loss while using large enough bearings
to keep the first critical speed of the rotor above the maximum operating
speed. The calculations were performed using Sundstrand's in-house computer
programs for ball and roller bearings.
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The resulting design utilizes a 205 roller bearing on the machines drive
end and a pair of 205 duplex bearings at the anti-drive end. The duplex
bearings are angular contact type with an axial preload of 130 pounds. The
bearing geometrical parameters are listed in Table 4.9. The combined power
loss curve for the 205 roller and duplex pair of 205 bearings is shown in
Figure 4.13. The calculated B10 lives, at continuous rated load are
1,000,000 hours for the roller and 50,000 hours for the ball bearings. These
numbers are in excess of the minimum design goals. PMA and PMB have the same
bearings.

Table 4.9 PMA/PMB Bearing Parameters

SIZE OF BEARING 205 SIZE

TYPE OF BEARING ROLLER BALL

NUMBER OF ROLLERS/BALLS 12 13

ROLLER/BALL DIAMETER (INCH) .3150 5/16

LENGTH OF ROLLER (INCH) .3150 -

PITCH DIAMETER (INCH) 1.5158 1.5158

RACE CURVATURE RATIOS - 52%

INTERNAL DIAMETRAL
CLEARANCE (INCH) .0010 .0015

MATERIAL LIFE MULTIPLIER 10 10

4.5 ROTOR CRITICAL SPEED

An in-house computer program was used for determining critical speed for
the PM rotors. This program, based on the transfer matrix approach, takes
into account the magnitude and location of the applied loads, the bearing
stiffness and shaft geometry. The transfer matrix method solves steady state
dynamic problems in the fre:quency domain. This method treats a continuous
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system as a lumped system with N concentrated masses at N points called
stations. The shaft section which connects one lumped mass station to the
next is assumed massless and of uniform stiffness. The differential
equations of the continuous system are approximated by two sets of finite
difference equations. One set relates the change in forces across a rigid
mass station and the other set relates deflections and forces between two
adjacent lumped mass stations. Figure 4.14 is a drawing of the rotor and the
15 stations. The results of the analysis showed all critical speeds to be
above the maximum operating speed of 50,000 rpm. The results are tabulated
in Table 4.10. The mode shapes are shown in Figures 4.15 and 4.16.

Table 4.10 PM Machines Calculated Critical Speeds

Mode PMA Rotor PMB Rotor

1st 59,780 rpm 74,560 rpm

2nd 149,270 rpm 202,900 rpm

The analysis results were later confirmed through extensive spin tests.
The tests were limited to 45,000 rpm to minimize the risk of mechanical
failure prior to system testing and proof of concept. The machines performed
very well under dynamic conditions: no-load and load states. The maximum
measured, one per revolution rms, vibration is under 3 g. This is well below
our design goal of 10 g maximum. Figures 4.17 and 4.18 are plots of machine
vibration as a function of speed at no-load condition.

4.6 ROTOR STRESS ANALYSIS

To insure that the containment ring stresses were within the permissible
limit, a finite element analysis was performed. An ANSYS 2-D finite element
model was developed to evaluate the rotor component stresses and deflections.
The design goals are not to exceed the containment ring material yield
strength and to prevent the permanent. magnet to lift-off from the shaft at
50,000 rpm at 70 0 F. Temperature effects (350 0 F) and overspeed (110% base
speed) were also addressed.

The rotor design consists of six magnets located around a hexagonal
shaft separated by wedges or poles. The assembly is held together by a
containment ring with an interference fit. During rotation, magnet
r(tent ion is aided by a 50 partial slope in the wedges (poles). The analysis
shows that the optimum radial interference range for the containment ring to
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be 0.008 inch to 0.0085. The maximum effective stress for each component at
50,000 rpm and 700F is as follows:

Containment Ring 219. ksi
Wedge 12. ksi
Magnet 18. ksi
Shaft 7. ksi

The stresses for the shaft, wedge and magnet are all compressive. These
are well within material limits. The stress on the containment ring is 219
ksi where as the material measured yielded strength is 242.5 ksi at 70°F.
The material is MP35N nonmagnetic steel aged and work hardened.

The effects of temperature and overspeed on containment ring stress are
summarized in Table 4.11. These calculated results show that the yield
strength of the material is not exceeded, but permanent magnet lift-off
occurs at 55,000 rpm at 700F and 350°F condition. Therefore, it is
recommended not to exceed the 50,000 rpm operating speed.

Table 4.11 Containment Ring Calculated Stress
For Various Speed and Temperatures

ROTOR CONTAINMENT RING INTERFERENCE = 0.008 INCH
COMPONENTS

700/50 K 700/55 K 3500/50 K 3500/55 K

MAGNET SEP. NO SEP FULL SEP PARTIAL FULL SEP
(=.0005 IN) SEP (=.0008 IN)

CONT. RING STRESS 207.3 KSI 217 7 KSI 190.6 KSI 214.3 KSI

WEDGE STRESS 11.3 KSI 11.6 KSI 10.1 KSI 11.2 KSI

MAGNET STRESS 17.1 KSI 23.1 KSI 17.7 KSI 25.7 KSI

CONTAINMENT RING INTERFERENCE = 0.0085 IN

MAGNET SEP. NO SEP FULL SEP PARTIAL FULL SEP
(=.0002 IN) SEP (=.0005 IN)

CONT. RING STRESS 219.1 KSI 223.4 KSI 200.4 KSI 216.5 KSI

WEDGE STRESS 12.1 KSI 11.9 KSI 11.4 KSI 11.9 KSI

MAGNET STRESS 18.0 KSI 20.6 KSI 18.3 KSI 24.1 KSI
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The rotors were inspected and measured after several hours of operation

at speeds up to 45,000 rpm and 1500F oil temperature. No abnormalities or
growth were observed.

To assure the quality of the MP35N material, Sundstrand tested the

material tubing for tensile strength at several temperatures. The material
has exceptional strength up to 350 F and no loss in ductility was found. The
test results are shown in Table 4.12.

Table 4.12 MP35N Tensile Test Results

SA 1l Test 0 7YS UTS- % %
No. Temp. 0 (ksi) (ksi) E1l RA

MPR 31449 RT 242.5 243.0 - 51.0

1 1500 242.0 245.0 9.3 45.0
2 150 242.4 244.8 8.8 43.3
3 1500 233.7 241.8 11.6 46.2
Avg. 150 239.4 243.9 9.9 44.8

4 250 °  231.7 236.4 11.6 48.9
5 2500 224.8 236.4 10.5 48.9
6 250 °, 226.5 234.2 15.5 45.3
Avg. 250 227.7 235.7 12.5 47.7

7 3500 223.4 229.5 10.0 50.5
8 3500 226.6 228.1 9.3 42.4
9 350 °  226.8 231.4 9.3 44.4
Avg. 350 225.6 229.7 9.5 45.8

4.7 TEST SETUP

The permanent magnet machines were assembled on to the differential
gearbox and mounted on the drive stand. The test setup is shown in Figure
4.19. Stator and rotor oil flows and pressures were independently
controlled. The accelerometers, mounted on the anti-drive end enable
recording of the vibration level. The machines temperatures were monitored
using iron constantine thermocouples. The thermocouples were potted, 1200
apart, in the stator slots and the winding end turn area. Bearing
temperatures were also monitored with the thermocouples embedded and potted
into the end bells. Electrical voltages, currents and power were measured
using high frequency power meters.
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The limits established for the test were as follows:

Maximum vibration at antidrive end 10
Maximum stator winding temperature 392 F
Maximum rotor speed 45,000 RPM
Maximum oil inlet temperature 150°F
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5.0 GEAR BOX

5.1 DESIGN OBJECTIVES

The gear box is a functional prototype of the gear train to be used in a
production electrically compensated constant speed drive (CSD). Although the
gears are not of final production configuration, they are made with the
correct gear ratios and have representative inertias. The box, lubrication,
cooling, and gears are sized for durability and manufacturability.

5.2 DESIGN PARAMETERS

o BIO life for F-16 type load conditions is well in excess of 30,000
hours.

o Cubic mean load is 37 kw (from F-16 qual endurance test conditions).

o Proof load is 5,600 in-lb (maximum input shaft shear section
torque).

o When two gears mesh with a common gear, the gear stresses at the
larger of the two ratios are balanced.

5.3 GEAR BOX INTERFACE (See Figure 5.1 and 5.2)

The gear box envelop dimensions are available on Sundstrand Drawing
#EP2833-411. The input face of the gear box includes a F-16 V-band pad. The
required input speed is 5,000 to 9,000 RPM counter clockwise looking at the
pad. The input torque is limited by an input shaft shear section designed Lu

shear at 5,000 to 5,600 in-lb. The output pad of the gear box accepts a
Sundstrand generator (Model #60EG04, Outline #724846, Assembly #724847). The
generator pad speed is 12,000 RPM clockwise looking at the gear box pad.
This face of the gear box also provides pads for the two electromagnetic
machines (PMA (CCW), and PMB (CW) looking at the gear box pads).

5.4 HOUSING DESIGN

The gear box housing is designed as a heavy wall (.75 inch thick) steel
weldment. This type of construction was selected as the most economical
method of reliably achieving the required bearing bore size and locational
tolerance.
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Figure 5.1. Gear Box Input Pad
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5.5 GEAR DESIGN (See Figure 5.3 through 5.13 and Tables 5.1 through 5.3)

The gears, especially the lower speed gears, have little impact on the
system inertia. As a result they are designed for life rather than weight.
The gear train as designed can be safely run at 95 kw (2 p.u.) for 26 hours.
Because of the very high pitch line velocity (15,000 ft/min), the gear mesh
at the electromagnetic machines (PMA & PMB) are precision spur gears. A
helical gear set is recommended for a production configuration. The
differential is a standard F-15 differential assembly, Sundstrand Part
#744382 with an oversized drive gear welded onto the input ring gear. This
differential was chosen because it was readily available and was designed
for the proper rating. A nomogram of rotational speeds for each leg of the
differential is shown in Figure 5.4. Inspection of the nomogram shows that
to compensate for decreased input speed, the PMB speed must increase. The
journal bearing velocity of the differentials planet gears is very high, but,
it is deemed acceptable for this application. A production drive would be
based on a different type of differential- A proposed production design is
shown in Figure 5.6.

To protect against inadvertently driving PMB in the reverse rotational
direction, a grounding one way clutch was added to the PMB jack shaft.

The gear train schematic for the prototype CSD and accompanying data
charts are shown on Figures 5.5, 5.7, and Table 5.1. Gear train input loads
are listed in Table 5.2. A chart of gear tooth tip modifications is shown on
Table 5.3. Figures 5.8 through 5.13 show computer print outs of the gear
profiles for detail gear data charts, see Sundstrand Drawing #EP2833-402.

5.6 BEARING DESIGN (See Table 5.4)

The bearing life analysis is based on a mean load of 37 kw (F16
endurance test) and a shock load condition of 95 kw. Since the
electromagnetic generator (PMA) has the highest loads, only PMA bearings were
analyzed. The prototype CSD bearings were analyzed using the Sundstrand
in-house D17X ball bearing program and the D18 roller bearin, program. The
DN number for the electromagnetic machines is high, 1.25 x I0% at a speed of
50,000 rpm. The B-10 life for the 2 p.u. condition is good with the minimum
life occuring at the electromagnetic machine roller bearing (11,000 hours).
A spot check of the lower speed bearings showed that they have very high B-10
lives. The differential bearings were not analyzed at this time since they
are loaded at a lower level than in their production F-15 application. In
the production application, all of the CSD power flows through the
differential. In this prototype CSD there is an input splitter gear that
deverts all the PMA (generator) power directly to PMA rather than taking it
out of the differential carrier gear.

The diametal fits between the bearings and the adjacent shafts or bores are
given on Sundstrand Drawing #EP2833-402.
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5.7 GEAR BOX LUBRICATION & COOLING (See Figure 5.14)

Each bearing is lubricated by a seperate jet and is installed with
provisions for adequate drainage. The gears are cooled by a spray of oil
with sufficient volume such that the oil temperature does not rise more than
40 F assuming a 1 percent loss per mesh and operating at 95 kw. The gear
cooling flow is directed to the back side of each mesh so that the oil tends
to be pulled into the opening gear mesh. A lubrication and cooling manifold
pressu e of 50 psi was chosen. Figure 5.2 shows a view of the gear box lube
lbj/in for psi distribution plumbing. A 0.030 in-diameter orifice was
chosen for bearing lubrication. This resulted in a flow of 0.12 gal/min. A
0.040 diameter orifice was chosen for the gear tooth cooling. This resulted
in a flow of .22 gal/min. The differential gears and bearings are lubricated
and cooled in the same way as on the standard CSD. Flow is ported to the
differential from the generator through a small transfer tube.

5.8 GEAR BOX TEST HISTORY

The gear box performed well. There were, however, a few start up
problems. At first the gear box would not drain properly. It was determined
that the facilities scavange pump had excess capacity and was pulling air up
the drain pipe. Increasing the gear box ventilation solved this problem.

Next, excessive drag was observed in the PMB drive train. It was
eventually traced to a slight interference between the gear retaining screw
head on the PMB jack shaft and one of the PMB cover attached screws. A small
notch was ground in the head of the cover attach screw to eliminate the
interferance.

The test facilities set up made it difficult to change the input spline
(dog bone). During testing, the spline lubricating grease was centrifuged
out. Late in the test sequence the gear box was pulled and the spline shaft
removed. Excessive spline wear was observed; input drive misalignment was
suspected. Correct alignment should give satisfactory performance. If
prolonged testing is expected, some attention should be given to this spline;
either plan to pull and relubricate the spline on a regular basis, apply a
thicker spline grease, or add a snap ring to act as a dam.
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6.0 SYSTEM TEST

The performance goals for the ECCSD system of this report were taken
from the constant speed drive requirements of the F-16 aircraft, General
Dynamics specification no. 16ZE027B. These requirements are summarized in
Table 6.1.

Table 6.1 System Spec Summary

Output Speed: 12000 ± 120 rpm steady state
12000 ± 900 rpm shock load

Input Speed Range: 5000 - 9000 rpm (1.8:1)
Continuous Rating: 40/60 kVA

Shock Load: 95 kVA
Input Accel/Decel: 1000 rpm/s, perform to spec.

2000 rpm/s, no damage to result

With input gearing the normal range of input speed to the gearbox is
3,000 to 5,400 rp- For this ra:ige of speeds both PMA and PMB will attain
their maximum operating speed of 50,000 rpm. For the early stages of system
testing the operating speed of PMA or PMB is being limited to 45,000 rpm.
Thus, the gearbox input speed is restricted to be between 3,300 and 4,860
rpm.

System testing of the ECCSD began once the output speed control loop
was working properly with the inverter driving PMB. At that point a

regulated output speed of 12000 rpm was available to drive the 400 Hz
generator. System testing involved two stages: the first stage used a
static power supply for the inverter while the second stage involved
connection of the SCR bridge to the inverter.

6.1 TESTING WITH STATIC DC SUPPLY

The first stage of testing allowed testing of the output speed controls
without the complication of running the entire ECCSD system. The goal of
this testing was simply to verify operation of the motor drive and output
speed controls over a range of speeds and loads. The system input speed
determines the required speed, and thus voltage, of PMB. The voltage
applied to PMB is set by the inverter bus voltage. It is not possible to
accurately track changes in system input speed by manually controlling the
supply voltage. For this reason only testing at single speed points is
possible with the inverter connected to a static supply.

Testing with a static power supply was done at input speeds of 4800,
4200, and 3600 rpm. These conditions correspond to PMB speeds of 20 krpm,
30 krpm, and 40 krpm, respectively. At each of these points the 400 Hz
generator was subjected to 10 kW and 30 kW loads. The results of these
tests are listed in Table 6.2.
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Table 6.2 Test Results

Input Speed rpm --4800-- --4200-- --3600--
400 Hz Load* kW 10 30 10 30 10 30
PMB Speed rpm -20,000- -30,000- -40,000-
Inverter Voltage 117 117 177 177 236 236
Inverter Current 52 95 56 100 59 100
PMB Phase Volts rms 53.8 53.7 80.7 80.4 107.9 107.4
PMB Phase amperes rms 56.0 84.0 58.3 84.0 59.9 84.1
PMB Input Power 5.8 10.6 9.2 16.4 13.3 22.5
400 Hz Gen. Volts rms 121.0 121.2 120.9 121.3 120.9 121.2
400 Hz Gen. amperes rms 28.8 86.0 28.8 86.2 28.8 85.9
Output Speed Transient 114 267(rpm) 114 267 114 267

*nominal load @ 115 V rms

System response at 4,200 rpm for two load points is shown in Figure
6.1. This response is typical of that observed at other speeds. At this
point in testing the output speed control algorithm has not been optimized.
The oscilloscope waveforms in Figure 6.1 were recorded at 1 second per
division, and the output speed is observed to recover in approximately two
seconds.

10 kW Load-on, load off

output speed signal
* 12,000 RPM Inverted 0.2 V/div

6.3 V - 12 kRN

Motor comiut ion
Angle cosmmand
2V/div

30 kW Load-on, load off

'U- 12,000 RPM Output speed signal
.Inverted 0.2 V/divem 6.3 V - 12 kRPH

u Motor comutationAngle comand

2V/div

30 kW Load

s- 0 Motor L-L voltage IOOV/div

~Inii - 0 Motor line current 100A/div

Figure 6.1. Typical System Response, 4200 RPM
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The goal of testing with a static source is not to optimize output
speed control. Instead proper operation of the motor, inverter, and speed
control circuit is verified. Also, behavior of the system up to this point
is in agreement with that predicted by the model. Because system response
may be different when a nonideal source is used, further work on the
controls at this point was not warranted.

6.2 SCR BRIDGE AND INVERTER COMBINED TESTING

In the interest of proceeding with full system testing as quickly as
possible, testing with a static power supply was ended. The output speed
control loop is stable with reasonable gain and phase margins. This allows
testing at the system level to continue with effort focused on performance
of the power converters.

The next step in testing of the system was to change over to the actual
system configuration. That involved connection of the inverter bus to
the SCR bridge output. Previous testing of the system was done using a
very stiff source for the inverter driving PMB. Thus, there was little
or no interaction of the inverter with the bus. Changing over to using
the PMA and SCR bridge combination as the source of power for the
inverter represents the first real test of the entire ECCSD system.
Peculiarities ot the system may be observed that were previously masked by
the nearly ideal power source that was used.

The first tests focused on the inverter start mode to be sure that the
motor would pass smoothly through the start mode and into the run-mode.
Transients in the motor currents during motor start were observed. At one
point two inverter transistors failed due to excessive current. The problem
was traced to two areas; the bus current sensor and the inverter
switching pattern.

Changes were made to the bus current sense circuit to increase its
noise immunity and stop erroneous overcurrent trips.

The photo of Figure 6.2 documents misfiring of the inverter and the
resultant motor current transient. As the bus voltage was increased the
transients became large enough to trip the PMB protection circuit causing
the inverter to be shutoff. The inverter misfiring was seen to occur at
approximately the same point in the cycle of the six-step motor current
waveform. Figure 6.3 shows the transients occurring on a once per
revolution basis (6-pole motor). Because the inverter pattern was in error
at only one portion of the motor revolution, the motor position sensor was
determined to be the source of the problem. Drift in the output of the
position sensor is responsible for the erroneous motor position signals.
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- C - BASE DRIVE CURRENT

- PHASE C MOTOR CURRENT
U 1'OOA/DIV

+ INVERTER MISFIRES
HERE

Figure 6.2. Inverter Current Showing Misfiring

- C - BASE DRIVE CURRENT

PHASE C MOTOR CURRENT
4OA/DIV

* t

ARROWS MARK OCCURENCE OF TRANSIENT IN MOTOR
CURRENT. THREE CYCLES = ONE REVOLUTION

Figure 6.3. One Per Revolution Transients

Changes were made to the position sensor interface circuit to account
for the changes in the position sensor output pattern. This was partially
successful in that the motor current transients were reduced to the point
where testing could continue. Figure 6.4 shows the motor current transient
that occurs as the motor speed approaches the point where the motor control
switches to run-mode and a different position sensor is used. Figure 6.5
shows smooth operation of the motor after the transition to run-mode.
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C-BASE DRIVE CURRENT

PHASE A MOTOR CURRENT
4OA/DIV

VDc = 17V

Figure 6.4. Motor Current Transient

C-BASE DRIVE CURRENT

PHASE A MOTOR CURRENT
40A/D['/

'l' i VDC = 18V

Figure 6.5. Motor Current in Run Mode

Once in the run-mode no problems were seen until the bus voltage

approached 75 V. Wide variations in the magnitude of the motor current were

observed. These variations were seen even though the motor commutation

angle command (compensated error signal) was quite steady as shown in Figure

6.6. Figure 6.7 documents the excessive motor current and the resultant

shutdown of the inverter by the PMB protection circuit. The cause of the

problem seems to be in the portion of the motor control circuit that sets

the commutation angle in response to the compensated error signal. This

circuitry is apparently being upset by noise picked up from the SCR bridge

commutation. Reconstruction of a portion of the motor control circuitry to

improve its noise immunity would solve the problem.
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~SISiAL

IOOA/DIV

Figure 6.6. Motor Current Variations

U COMPENSATED ERROR
SIGNAL

PHASE 8 MOTOR CURRENT

100A/DIV

Figure 6.7. Excessive Current Causes Shut-down

At this point testing was stopped to prepare for demonstration of the system

during an Air Force visit to Sundstrand in early July, 1988.

6.3 SYSTEM DEMONSTRATION

Testing of the full system with the output of the PMA/SCR bridge
combination supplying the PMB/inverter combination advanced to the point of
PMB spinning with no-load. The output speed control loop has not been
closed with PMA supplying power to PMB.

In order to continue system testing, changes must be made to the
Electric Power Processor. Rather than making changes and introducing
unknowns that could interfere with a demonstration of progress made so far,
testing was stopped. The decision was made to return to the configuration
where PMB and the inverter are supplied by a static source. In this way
the SCR bridge and inverter are demonstrated separately.

The demonstration of the system was performed for Air Force personnel
on July 8, 1988. The demonstration of PMA and the SCR bridge showed
regulation of the bridge output in response to rapid changes of input
speed and step changes in load current. Details of SCR bridge operation are
covered in section 3.1 of this report. PMB and the inverter were
demonstrated by running the system under closed loop speed control with 10
kW and 30 kW loads at each of three input speeds. Operation of PMB and the
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inverter at these points is described more thoroughly in section 6.1 of this

report. Figure 6.8 shows the electronics test area during system test.

Both the PMA/SCR bridge and the PMB/inverter combinations were shown to

perform as required at representative operating conditions. Therefore, two

PM machines, the Electric Power Processor, the Gearbox, and Output Speed

Control of the ECCSD system are all demonstrated. Additional development is

required before the entire system can be demonstrated as a single unit.

147



ILi

Aww

4r.,J

I Aa)

iAMi

148



7.0 CONCLUSIONS AND RECOMMENDATIONS

All of the major subsystems required in the ECCSD system have been
demonstrated. The two permanent magnet machines, gearbox, SCR bridge, and
inverter have all been tested at representative operating points. System
output speed control has been demonstrated with 10 kW and 30 kW loads at
3600, 4200, and 4800 rpm.

No inherent barriers to operation of the full ECCSD system were
uncovered during development. The full system was run no-load, open loop
for motor speeds up to 14 krpm. Further development should focus on
operation of the SCR bridge, inverter, and output speed controls if all
performance goals for the system are t be achieved.

Component efficiencies and the resulting system efficiency were
predicted during the design process Simulation revealed that the desired
performance goals can be met by the ECCSD system described in this report.
Further testing of the complete ECCSD system is required before actual
efficiency and performance limitations can be verified.

The section of the position sensor for PMB that provides absolute motor
position for motor starting requires further development. The high speed,
high accuracy sensor used to operate the brushless motor, PMB at normal
running speeds worked properly during the entire period of testing. Thus,
the key portion of the position sensor used with PMB performs as required.

Because of the high output voltage from PMA at high speeds (970 V peak
to peak), a converter employing thyristors is used for to conversion. This
is a proven technology at Sundstrand and the risk is low. Switching losses
are low in this converter circuit because natural commutation is used. This
converter is more efficient than circuits using hard switching techniques.
A major disadvantage of the controlled rectifier system is that the input
power fictor varies with delay angle. In this application, input power
factor is lowest at high PMA output voltage with low output voltage from the
converter.

Input voltage distortion can disturb the proper operation of the
controlled rectifier via the synchronization circuit for phase delay
control. Additional circuitry required by the converter to operate on a
distorted voltage source inevitably affects and degrades the dynamic
performance of the controlled-rectifier system. It would be desirable to
have a separate 3 phase low-voltage output on the PMA. This arrangement
would be similar to a position sensor where the low-voltage output is
aligned (in phase) with the output from the main three-phase winding on the
generator. The low-voltage output would be used to provide thyristor
turn-on timing information. Since this signal is a clean sine wave and not
affected by the voltage distortion at the generator terminals, problems
caused by the interaction of the nonlinear load with the generator source
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impedance will be completely eliminated. This will further simplify the
design of the electronics as no special circuitry is required for the
processing of a distorted timing reference signal.

If there is a need to further improve the dynamic response of the
controlled-rectifier system, synchronization of the thyristor turn-on timing
signals to all three-input phases is desirable. This approach will increase
the speed of response by at least a factor two at the expense of component
count.

The dynamic performance of the inverter drive system operating on a
weak voltage supply has not been fully investigated. System stability will
be largely affected by the degree of decoupling of the inverter from the
rectifier. Due to the constraint of having minimum storage elements in
the power circuit, the PMA/controlled rectifier system can not provide a
stiff voltage source characteristic that is desirable for the PMB/inverter
drive system. Both the inverter drive and the thyristor converter desire a
low impedance source to ensure stable operation over a wide speed range.

A stiff voltage source characteristic is difficult to implemen due to

(a) a ratio, of the system fault level to the equipment rating,
that is low and

(b) source (PMA) impedance that increases with operating speed.

If there is no constraint on the filter size, the inverter drive system can
be effectively decoupled from the thyristor converter by adding a very large
capacitance to the link to approximate an ideal voltage source. This,
however, increases the interaction of the thyristor converter with the
generator impedance and could cause instability in the total system.

A more sophisticated control scheme for the inverter/PMB combination
would reduce undesirable harmonics present in the motor currents. This
would have little benefit at higher loads, but could improve system
efficiency at light loads.

The approach taken for the development of the power converters for the
ECCSD is considered low risk. The always below straight through
configuration has high efficiency at the upper end of the input speed range.
It suffers from a weight disadvantage, though, because the speed
compensation components are designed to carry more power than for a midrange
system.

An ECCSD system operating with a speed range including straight through
would minimize power flow in the speed compensation path and greatly reduce
the required power rating of the PM machines. A significant development
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effort is required, however, to produce a suitable bidirectional power
converter that is both simple (highly reliable) and efficient.

Other features of the ECCSD concept remain to be investigated in
detail. Inclusion of features such as emergency power or engine starting
has the potential of making the ECCSD competitive with existing aircraft
power generation schemes.
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APPENDIX A

DESIGN CONSTRAINTS

1.0 STUDY DESIGN CONSTRAINTS

The design constraints given are those developed to meet the
requirements of the study, and establish those guidelines needed to complete
the comparative trades and complete a breadboard design. As design
progresses, additions will be added as needed. Further definition is
required.

1.1 DEVELOPMENT COMPONENTS

Development components will consist of one breadboard set of hardware
consisting of two motor/generators and one controller.

1.1.1 MOTOR/GENERATOR DRAWINGS

Layout, and detail drawings shall be produced to provide
documentation details sufficient to produce prototype units.

1.1.2 CONTROLLER

Controller schematics and parts identification shall be in
detail sufficient to define the breadboard construction.

2.0 APPLICATION DATA AND ASSUMPTIONS

2.1 SPEED RANGE

The input speed range shall be 1.9/1.0.

2.1.2 SPEED LIMITS

The input shaft speed range shall be 4666-8438 RPM with
overspeed to 8860 RPM.

3.0 OIL SYSTEM

The oil system used for both cooling and lubrication of motor/generator
and controller shall operate under the following conditions.

3.1 OIL TEMPERATURE

Cooling oil temperature limits are 2750F maximum with excursions to
285 F for all rotating components. Minimum oil inlet temperature will be no
lower than -65 F. Oil cooling temperature for the controller shall have a
maximum limit of (TBD0 F) and a minimum limit of -65°F.
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3.1.1 OIL TYPE

The oil type shall be MIL-L-7808 on MIL-L-23699.

3.1.2 OIL FLOW

Oil flow for lubrication and cooling shall not exceed 2.5 gal/min.

3.1.3 OIL PRESSURE DROP

Pressure drop across any cooling circuit shall not exceed 75
lb /in.

3.1.4 CHANGE PRESSURE

Cooling oil pressure shall be a maximum of 240-280 lbf/in.

4.0 COOLING

Oil cooling shall be such that drag losses of rotating components are
minimized and oil deterioration of components is minimized.

4.1 AMBIENT AIR

Ambient air temperatures are to be used for proof of principle
development testing. These limits can be assumed to be a minimum of 650F and
a maximum of 100 0F.

4.1.1 AMBIENT PRESSURE

Ambient pressure for development will be sea level pressure.

5.0 PERFORMANCE GOALS

The components being analyzed shall be developed to function with a
system having the following requirements.

5.1 RATING

A system output kVA at the generator terminals shall be 30/40-kVA
with a P.F. range of 0.75 to 1.0.

5.2 FREQUENCY CHARACTERISTICS

The frequency characteristics shall be in accordance with Figure
A-i.
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5.2.1 FREQUENCY MODULATION

Frequency modulation shall not exceed the limits of Figure A-2.

5.3 SYSTEM EFFICIENCY

The system efficiency for electric drive shall be similar to a greater
than the efficiency of a constant speed drive. The mechanical efficiency of
a CSD excluding the generator is maximum of 88% for the straight through
condition. For a speed range of 1.8:1 the system efficiency excluding
generator is 80-82 percent at upper and lower speed point.

5.4 CONTROLLER

5.4.1 Maximum current density in conductors at 2.0 per unit load: TBD.
5.4.2 Maximum flux density in transformers and chokes: TBD.
5.4.3 MOSFET technology will be used for switching elements.
5.4.4 Maximum working voltage in the controller: 450 V.
5.4.5 Maximum switching elements currents: TBD.
5.4.6 Maximum switching frequency: TBD.
5.4.7 Maximum semiconductor junction temperature: 11250C.
5.4.8 Cooling fluid temperature: TBD.
5.4.9 Ambient laboratory air temperature: 65 to 100 F.

6.0 CONFIGURATIONS

The five basic configurations for differential, motor/generator and
controller are illustrated in Figures I, II, III, IV and V.

7.0 DYNAMIC SIMULATION

8.0 MOTOR/GENERATORSeu

8.1 Maximum speed not to exceed 40,000 RPM.

8.2 Armature current density not to exceed 26 kAin2 at 2.0 p.u. load.

8.3 All machines are 6-pole permanent magnet.

8.3.1 Magnets used are to be 27 MGOe samarium cobalt.

8.3.2 Machines are all to be three phase.

8.4 Motor/generators shall use common laminations.

8.5 Back iron fluid cooling will be used.

8.6 The conduction angle for the 3-phase full wave inverter bridge will be
180
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8.6.1 Control circuitry shall provide the needed commutation angle to

support proper motor operation for the required output.

8.6.2 Minimum operating power factor of 0.9 is assumed.

9.0 CONTROLLER

10. FUNCTIONAL TESTING

10.1 Motor/generator output voltage vs RPM to determine back
E.M.F.

10.1.1 Motor/generator vs load characteristic to establish units
power source capability.

10.1.2 Motor/generator machine constants, resistance, inductance.

10.1.3 Dielectric integrity of phase and phase to ground
insulation. Test voltages will be 1000 volts pulse 2 times highest
line to line voltage.

10.1.4 Rotor position tests. A series of test shall be made to
determine that the rotor position signals are properly oriented with
respect to stator windings.

10.2 CONVERTER FUNCTIONAL TESTING

10.2.1 Internal power supplies. Power supplies will be tested to
determine if power output requirements meet controller power
requirements.

10.2.2 Control strategy testing. Tests will be run to verify
functional operation of control strategy.

10.2.3 Power control tests. Tests of the power controller and
internal power supplies to determine performance characteristics for
the following operating modes.

10.2.3.1 Input speed greater than regulated speed.

10.2.3.2 Input speed less than regulated output speed.

10.2.3.3 Input speed is near the straight through speed.

10.3 CONVERTER/MOTOR GENERATOR

10 3.1 System Test. The system loop consisting of
motors/generators and controller shall be closed. These tests will
not include a differential.
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APPENDIX B

ELECTROMAGNETIC DESIGN TRADE STUDY

An electromagnetic design trade study was performed to determine optimum
machine configuration. The study addresspd key design parameters; number of
poles, operating speed, and radial/tangential configuration. The objective
is to find a combination of the above mentioned parameters which yield the
lightest machine within the boundary of our constraints. The recommended
design is a six-pole tangential configuration with a maximum operating speed
of 50,000 rpm.

OPERATING SPEED

The operating speed along with the number of poles dictate the machine
frequency. Figure B-i shows a plot of frequency versus speed for two, four,
six and eight-pole machines. Note that an eight-pole machine reaches 2.5 kHz
frequency at a 37.5-KRPM speed. This maximum operating frequency is one of
our constraints. It is dictated by the power conversion technique, pulse
width modulation, used in designing the power electronics for this project.
Consequently, an eight-pole machine must not exceed the 37.5-KRPM speed.
This implies that an eight-pole or greater machine is likely to be heavier
than a machine with less number of poles operating at a higher speed. Figure
B-i shows that we may go to higher speeds for machines with less number of
poles. Therefore, we discard the eight-pole configuration.

NUMBER OF POLES

We now have the option of selecting a two, four, or six-pole machine,
and for the moment let us focus on a two-pole configuration. A two-pole
machine will be heavier than a four-pole machine with both operating at the
same speed. That is to say that a two-pole machine at 70-KRPM will be
electromagnetically heavier than a four-pole machine at 70-KRPM. This is due
to the fact that a two-pole machine has to carry more electromagnetic flux in
the back-iron of its armature. Consequently the armature back-iron has to be
thicker in order to maintain the flux density at a proper level. Note that
the maximum operating speed of 70-KRPM is one of our design constraints due
to the mechanical risk for high reliability and product life. Therefore, we
discard a two-pole machine.
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We are now left with the options of a four or six-pole configuration and
any further elimination must be based on rough electromagnetic designs.
Start by designing two four-pole machines operating at 40-KRPM and 70-KRPM,
respectively. The designs indicate that the 70-KRPM machine is lighter by a
factor of roughly 25 percent. This is in line with our expectations.
However, we are now sitting right at our maximum speed constraint. With
these facts at hand, we may think that a six-pole machine operating at 40-
KRPM may be comparable, in terms of weight, to the four-pole 70-KRPM design.
The results show that the six-pole 40-KRPM design is comparable to the four-
pole 70-KRPM and in addition, allow us to place less stress on the mechanical
parts since we are now operating at a lower speed. Therefore, we discard the
four-pole machine. The remaining question to be addressed is, should this
machine be of radial or tangential direction of magnetization. Again, we
must proceed with a design to make a valid conclusion.

DIRECTION OF MAGNETIZATION

Designs were carried out for a six-pole 40-KRPM having radial and
tangential direction of magnetization. The results indicate that a
tangential configuration will be slightly heavier than a radial configuration
in terms of electromagnetic weight. However, the tangential configuration
allows for damper bars to be placed in the rotor poles. Damper bars help to
reduce switching transients. These transients can cause significant stress
on the solid state devices. One of our design goals is to limit excessive
stressing of the power electronics in order to achieve high reliability.
Consequently we choose the tangential configuration.

Note, however, that we can further optimize the machine total
configuration by increasing the operating speed to 50-KRPM without exceeding
any constraints. Therefore, we proceed with a six-pole 50-KRPM radial design
and obtain the lightest machine within our constraints and assumptions.
Finally, the assumption is made that both permanent magnet machines will have
the same configuration in terms of number of poles, operating speed and
direction of magnetization based on this trade study.
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